CloudEngine 9800, 8800, 6800 and 5800

Plug-in Operation Guide - Remote Mirroring

3 Remote Mirroring Operation Guide
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(11 NOTE

Remote mirroring is mainly used for network monitoring and fault management and may
use user communication information. Huawei will not collect or save user communication
information independently. You must use this function in compliance with applicable laws
and regulations. Ensure that your customers' privacy is protected when you are using or
saving communication information.

3.1 Remote Mirroring Configuration

3.2 Mirroring Configuration Commands

3.3 FAQ

3.1 Remote

Mirroring Configuration

3.1.1 Understanding Remote Mirroring

In remote mirroring, mirrored packets are sent to specified observing ports, which
then send the packets to monitoring devices across a Layer 2 or Layer 3 network
for analysis and monitoring.

Remote mirroring includes Layer 2 remote mirroring and Layer 3 remote
mirroring.

Layer 2 remote mirroring (RSPAN)

In Layer 2 remote mirroring, mirrored packets are encapsulated with a VLAN
tag and then forwarded to monitoring devices across a Layer 2 network.

In Figure 3-1, SwitchA copies packets passing through a mirrored port to a

remote observing port, which then adds an outer remote mirrored VLAN tag
to the mirrored packets and forwards these packets to a Layer 2 network. To
ensure that the mirrored packets can be forwarded to the monitoring device
(Server), configure ports that connect the intermediate Layer 2 device to the
remote observing port and monitoring device to permit packets of the remote
mirrored VLAN.
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Figure 3-1 Networking of Layer 2 remote port mirroring
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e Layer 3 remote mirroring (ERSPAN)

In Layer 3 remote mirroring, mirrored packets are encapsulated with a GRE
header and then forwarded to monitoring devices across a Layer 3 IP network.

Mirrored packets can be forwarded over a GRE tunnel or through a Layer 3 IP
network.

- In Figure 3-2, SwitchA copies packets passing through a mirrored port to
a remote observing port (Tunnel interface). The remote observing port
encapsulates the packets with a GRE header and then forwards the
packets to SwitchB through a GRE tunnel. The mirrored packets are
forwarded to SwitchB. To ensure that these packets are forwarded to the
monitoring device (Server), SwitchB also needs to perform local port
mirroring. It needs to copy the mirrored packets received by the physical
port of the tunnel interface to the port connected to the monitoring
device, and finally this port forwards the mirrored packets to the
monitoring device.
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Figure 3-2 Networking of Layer 3 remote port mirroring

GRE Tunnel ()
\ IP Network

SwitchA,

Server

@ Mirrored port
O Observing port

- In Figure 3-3, SwitchA copies packets passing through a mirrored port to
a remote observing port, which then encapsulates the packets with a GRE
header and forwards the packets to the monitoring device (Server) across

a Layer 3 IP network. The source and destination IP addresses in the IP
header encapsulated in GRE packets are manually configured. To ensure

that mirrored packets can reach the monitoring device, specify the

monitoring device's IP address and SwitchA's interface IP address as the

destination and source IP addresses respectively.
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Figure 3-3 Networking of Layer 3 remote port mirroring
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3.1.2 Licensing Requirements and Limitations for Remote
Mirroring

Mirroring Specifications
e Observing Port Specifications

In V10OR006C00 and earlier versions, the switch can have a maximum of
eight observing ports configured but can use at most two of them at a time.
Each observing port can be used to copy both inbound and outbound traffic.

In V200R001C00 and later versions, A switch can have a maximum of eight
observing ports configured. A CE6870EI, CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, and CE6881E switch can use at most eight
observing ports at a time, while other switch models can use at most four
observing ports at a time. On the CE6870EI, CE6881, CE5881, CE6881K,
CE6820, CE6863, CE6863E, CE6863K, and CE6881E, each observing port can
be used to copy both inbound and outbound traffic. On a switch except the
CE6870EI, CE6881, CE5881, CE6881K, CE6820, CE6863, CE6863E, CE6863K,
and CE6881E, the maximum numbers of available observing ports for inbound
and outbound traffic are calculated separately. For example, when the same
observing port is specified for both inbound and outbound traffic, the number
of available observing ports for inbound and outbound traffic is 2, not 3.

e 1:N Mirroring Specifications

In 1:N mirroring, packets on one mirrored port are copied to N observing
ports.

In port mirroring, the switch supports 1:N mirroring, in which N indicates the
number of available observing ports on the switch.
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Only the CE6870EI, CE6863, CE6863E, CE6863K, CE6881E, CE6881, CE5881,
CE6881K, CE6820 support 1:N VLAN mirroring.

Only the CE6870EI support 1:N traffic mirroring.
The CE5855E, CE5855F does not support 1:N MQC-basedtraffic mirroring.

In versions earlier than V200R021C00, the CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, and CE6881E do not support 1:N MQC-based
traffic mirroring. In V200R021C00 and later versions, the CE6881, CE5881,
CE6881K, CE6820, CE6863, CE6863E, CE6863K, and CE6881E support 1:N
MQC-based traffic mirroring. For the CE9860EI, supports 1:N MQC-based
traffic mirroring.

Packets in the same direction of a mirrored port can only be copied to either
an observing port or an observing port group.

Packets in the same direction of a mirrored port can be copied to only one
observing port group.

e N:1 Mirroring Specifications

In N:1 mirroring, packets on N mirrored ports are copied to one observing
port.

The switch supports N:1 mirroring.
e M:N Mirroring Specifications

In M:N mirroring, packets on M mirrored ports are copied to N observing
ports. An M:N mirroring rule is equivalent to multiple 1:N mirroring rules.

The switch supports M:N mirroring.

Feature Limitations

e Since V200R001CO00, by default, the switch supports only local mirroring and
does not support remote mirroring (including Layer 2 remote mirroring
RSPAN and Layer 3 remote mirroring ERSPAN). If you want to enable remote
mirroring on the switch, the switch must have the plug-in of the required
version installed.

After the switch is upgraded from a version earlier than V200R001C00 to
V200R001CO00 or later, the remote mirroring configuration will be lost on the
switch.

Since V200R001C00, the remote mirroring function cannot be used with ISSU.
The remote mirroring function needs to be deleted from the switch in either
of the following situations: The switch needs to be upgraded from a version
earlier than V200R001C00 to V200R001COO0 or later using ISSU. The switch
needs to be upgraded from V200R001COO0 or later using ISSU.

e  ERSPAN packets passing through a GRE tunnel are mirrored packets
encapsulated with a GRE header, and will not participate in GRE traffic
statistics collection.

e When configuring an observing port for ERSPAN, if you also configure both
the outbound interface and destination IP address:

When the command is run, the system prompts you to ensure that the
configured outbound interface is the same as the outbound interface of the
route corresponding to the configured destination IP address. If they are
different, traffic forwarding may be affected.

After the configuration is committed, the system prompts you with a risk of
abnormal traffic forwarding if the configured outbound interface is different
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from the outbound interface queried in the routing table based on the
destination IP address. This risk message is displayed only after the
configuration is committed, and will not displayed in other scenarios, such as
route change scenarios.

Mirroring traffic occupies the forwarding bandwidth of the switch. During full-
load traffic forwarding on cards, enabling the mirroring function may cause
packet loss due to insufficient forwarding capability.

The forwarding traffic and the mirrored traffic cannot exceed the chip
forwarding bandwidth. The mirrored traffic across the board needs to occupy
the bandwidth of the stack interface.

For the CE6863, CE6863E, CE6863K, CE6881E, CE6881K, CE6881, and CE5881,
mirror traffic cross-chip forwarding will occupy the bandwidth of the inline
port. It will impact the service traffic cross-chip forwarding, so avoid cross-
chip mirroring.

When Layer 3 remote mirroring ERSPAN is used, the mirrored packets can be
forwarded only at common Layer 2 and Layer 3 modes, and cannot be
forwarded over VXLAN or MPLS tunnels. In addition, the mirrored packets
cannot be sent to VBDIF interfaces.

An interface bound to a local VPN cannot be used as an observing port for
remote mirroring.

When Layer 3 remote mirroring (ERSPAN) is used, ECMP-based load
balancing is not supported for mirrored packets.

For the CE8868EI, CE8861El, CE8850-64CQ-El, CE6857EI, and CE6865EI,
CE6865E, CE8850E-32CQ-El, observing ports in enhanced mode can be
specified only during the configuration of simplified traffic mirroring.

To prevent information from being lost during mirroring, you are advised to
configure ports of the same type as observing and mirrored ports and set the
same bandwidth for the observing and mirrored ports. If the bandwidth of an
observing port is smaller than that of a mirrored port, information may be
lost on the observing port during mirroring.

To prevent other services from conflicting with mirroring services, do not
configure other services on observing ports.

In a stack system, the observing and mirrored ports can be configured on
different devices. However, physical stack member ports do not support inter-
device mirroring; the observing ports and physical stack member ports that
function as mirrored ports must be configured on the same device.

When configuring Layer 2 remote port mirroring, do not use a remote
mirroring VLAN to transmit other service packets. You are advised to run the
mac-address learning disable command in the VLAN view on the device that
forwards mirrored packets to disable MAC address learning of the remote
mirroring VLAN.

A port cannot be configured as both a mirrored port and an observing port.
An Ethernet or Eth-Trunk port can be configured as a mirrored port. An Eth-
Trunk member interface cannot be configured as an observing port.

If an Eth-Trunk is configured as a mirrored port, its member interfaces cannot
be configured as mirrored ports.

If a member interface of an Eth-Trunk is configured as a mirrored port, the
Eth-Trunk cannot be configured as a mirrored port.
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For CE9860EI, CE8850EI, CE8861EIl, CE8868EI, CE6856HI, CE6857EI, CE6857E,

CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El, and CE5855E, CE5855F series
switches, if the mirrored port is an access port, the outbound packets mirrored
to an observing port carry VLAN tags, and are different from original packets.

For CE9860EI, CE8850EI, CE8861EIl, CES868EI, CE6856HI, CE6857EI, CE6857E,
CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El, and CE5855E, CE5855F series
switches, the following configurations in the outbound direction of a mirrored
port do not take effect for mirrored traffic:

- Configure an ACL in which the rule is deny.
- Configure traffic policing.

- Configure WRED profiles.

- Configure the traffic shaping rate.

- Configure the queue scheduling mode.

Outbound packets discarded on the mirrored port are still mirrored to the
observing port.

If an MQC-based traffic policy or an ACL-based simplified traffic policy is
applied to the outbound direction on the CE6863, CE6863E, CE6863K,
CE6881E, CE6881, CE5881, CE6881K, or CE6820, the traffic policy cannot
match mirrored traffic.

For the CE6857EI, CE6865EI, CE6865E, CE8850E-32CQ-EI, CE8850EI, CE8861EI,
and CE8868EI, in a distributed VXLAN gateway scenario, when the enhanced
mode of the VXLAN gateway is loopback and MQC-based traffic mirroring is
applied globally, an observing port will receive multiple copies of mirrored
packets.

If port mirroring is configured on a port of the CE6870EI and traffic statistics
are collected in the inbound direction of the VLAN to which this port is added,
traffic statistics of this port are twice the actual values.

NetStream and port mirroring can be configured on the same interface, and
NetStream does not conflict with MQC-based traffic mirroring, simplified
traffic mirroring, or VLAN mirroring.

On the CE6870EI:

- When inbound NetStream sampling is configured to use snoop resources,
port mirroring and inbound NetStream can be configured on the same
interface.

Since V200R005C00, sFlow, NetStream, and port mirroring can be
configured together in the inbound direction.

- When inbound NetStream sampling is not configured to use snoop
resources:

In versions earlier than V200R019C00, port mirroring and NetStream
cannot be configured on the same interface. In V200R019C00 and later
versions, inbound port mirroring and inbound NetStream cannot be
configured together on the same interface, and outbound port mirroring
and outbound NetStream also cannot be configured together on the
same interface.

NetStream conflicts with MQC-based traffic mirroring, simplified traffic
mirroring, and VLAN mirroring. After NetStream is configured on an
interface, do not configure any MQC-based traffic mirroring, simplified
traffic mirroring, or VLAN mirroring to contain this interface. If
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NetStream and a mirroring function (MQC-based traffic mirroring,
simplified traffic mirroring, or VLAN mirroring) are configured on the
same interface, NetStream does not sample the mirrored packets.

Since V200R005C00, sFlow, NetStream, and port mirroring cannot be
configured together in the same direction on an interface or in the same
direction on both an Eth-Trunk and its member interfaces.

On other models:

- In versions earlier than V200R019C00, port mirroring and NetStream
cannot be configured together on the same interface. Port mirroring and
NetStream can be configured together on the same interface in
V200R019C00 and later versions.

- In V200R005C20, port mirroring and NetStream can be configured
together on the same interface.

- The mirrored packets sent by an observing port cannot be sampled.

e If NetStream or sFlow has been configured on an Eth-Trunk, port mirroring
cannot be configured on the member interfaces of the Eth-Trunk. If port
mirroring has been configured on member interfaces of an Eth-Trunk,
NetStream or sFlow cannot be configured on the Eth-Trunk.

e  Port mirroring, VLAN mirroring, MQC-based traffic mirroring, and simplified
traffic mirroring may conflict with each other. The details are as follows:

- For the CE6870EI, CE6881, CE5881, CE6881K, CE6820, CE6863, CE6863E,
CE6863K, CE6881E, port mirroring, VLAN mirroring, MQC-based traffic
mirroring, and simplified traffic mirroring cannot be configured together
on the same port. If port mirroring, VLAN mirroring, MQC-based traffic
mirroring, and simplified traffic mirroring are configured together on the
same port, only one of them takes effect.

- For switches excluding the CE6870EI, CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, CE6881E, if port mirroring, VLAN mirroring,
MQC-based traffic mirroring, and simplified traffic mirroring are
configured together on the same port, and the observing ports of these
mirroring functions are different, these mirroring functions can take
effect simultaneously. If the observing ports of these mirroring functions
are the same, only one among them can take effect.

e  For switches excluding the CE6870EI, CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, CE6881E, the inbound VLAN mirroring function
cannot mirror packets terminated by tunnels (such as GRE tunnels).

e  For CE series switches except the CE6870EI, when outbound mirroring is
performed on TRILL unicast packets sent from the user side to the network
side, the source MAC address, destination MAC address, and VLAN ID
encapsulated in the packets received by the observing port are all Os, but
service data is correct.

e  For switches excluding the CE6870EI, CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, CE6881E, the DSCP, IP Precedence, 802.1p, and
MPLS EXP fields in mirrored outbound packets are the values of the
corresponding fields in the original packets.

e When outbound encapsulated VXLAN packets on VXLAN tunnel encapsulation
devices (CE series switches except the CE6870EI) are mirrored, the following
situations occur: The mirrored multicast, broadcast, and unknown unicast
packets are not encapsulated; the destination MAC address, source MAC
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address, and VLAN ID encapsulated in the mirrored known unicast packets are
all Os, and original packets are correct. The problem does not occur when
VXLAN packets are forwarded across VNIs at Layer through a loopback
interface.

When outbound traffic on a VXLAN tunnel endpoint (a switch except the
CE6870EI) is mirrored, inbound multicast traffic and unknown unicast traffic
are also mirrored. To prevent this problem, you are advised to mirror inbound
traffic on the other end of the tunnel. This operation ensures that only
outbound traffic on switch is mirrored.

When Layer 3 remote mirroring is configured on a port of the CE6870EI, do
not mirror outbound traffic on another port to this port. Otherwise, the traffic
will be looped, affecting traffic forwarding.

For switches excluding the CE6870EI, CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, CE6881E, when outbound mirroring is performed
on Layer 3 main interfaces, mirrored packets will carry the VLAN ID, which is
the reserved VLAN ID and defaults to 4064.

On the CE6870EI:
- When inbound flow sampling is configured to use snoop resources:

Port mirroring and inbound sFlow sampling can be configured on the
same interface. Inbound sFlow sampling conflicts with VLAN mirroring.
As a result, sFlow cannot sample packets to be mirrored by VLAN
mirroring.

Since V200R005C00, sFlow, NetStream, and port mirroring can be
configured together in the inbound direction.

- When inbound flow sampling is not configured to use snoop resources:

In versions earlier than V200R019C00, port mirroring and sFlow sampling
cannot be configured on the same interface. In V200R019C00 and later
versions, inbound sFlow sampling and inbound port mirroring cannot be
configured on the same interface, and outbound sFlow sampling and
outbound port mirroring also cannot be configured on the same
interface.

sFlow sampling conflicts with MQC-based traffic mirroring, simplified
traffic mirroring, and VLAN mirroring. After sFlow sampling is configured
on an interface, do not configure any MQC-based traffic mirroring,
simplified traffic mirroring, or VLAN mirroring to contain this interface. If
the sFlow and mirroring functions (MQC-based traffic mirroring,
simplified traffic mirroring, or VLAN mirroring) are configured on the
same interface, sFlow cannot sample the packets to be mirrored.

Since V200R005C00, sFlow, NetStream, and port mirroring cannot be
configured together in the same direction on an interface or in the same
direction on both an Eth-Trunk and its member interfaces.

On other models:

- In versions earlier than V200R019C00, port mirroring and sFlow sampling
cannot be configured on the same interface. In V200R019C00 and later
versions, port mirroring and sFlow sampling can be configured on the
same interface.

- The mirrored packets sent by an observing port cannot be sampled.

Unknown TRILL unicast packets are mirrored on the device that decapsulates
TRILL packets.
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e  For CE series switches except the CE6870EI, outbound port mirroring cannot
mirror packets sent by hosts.

e  For CE series switches, outbound port mirroring cannot mirror packets sent by
hosts.

e When Layer 3 remote mirroring is configured in the inbound direction of a
main interface on a CE series switch except the CE6870EIl, CE6881, CE5881,
CE6881K, CE6820, CE6863, CE6863E, CE6863K, and CE6881E, original packets
of mirrored packets carry the reserved VLAN tag.

e For CE6870EI series switches running versions earlier than V200R003CO00, if
the total length field in Layer 3 remote mirrored packets is incorrectly
encapsulated, an exception may occur when the analyzer or other network
devices parse the Layer 3 remote mirrored packets.

e When a CE series switch except the CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, CE6881E mirrors reassembled fragmented
packets, fragmented packets sent from ports are mirrored in port mirroring
and reassembled packets are mirrored in traffic mirroring.

e  For CE series switches except the CE6870EI, CE6881, CE5881, CE6881K,
CE6820, CE6863, CE6863E, CE6863K, CE6881E, when outbound mirroring is
configured on a port and broadcast, multicast, and unknown unicast packets
are sent, only one copy of the packets can be mirrored.

e To perform inbound VLAN mirroring for packets that require VLAN mapping,
configure inbound VLAN mirroring in the VLAN view after performing VLAN
mapping. Mirrored packets are original packets before VLAN mapping.

e For the CE8868EI, CE8861El, CE8850EI, CE6865EI, CE6865E, CE8850E-32CQ-El,
and CE6857EIl, CE6857E, CE6857F series switches, mirrored packets sent from
an observing port occupy the priority queue of the forwarded packets. For
other CE series switches, mirrored packets sent from an observing port always
occupy queue 0.

e When the CE6870EI is an intermediate node of a VXLAN tunnel and simplified
traffic mirroring is configured for VXLAN packets, the VXLAN packets cannot
be mirrored if the inner VXLAN packets carry VLAN tags.

e In enhanced Layer 3 remote mirroring mode, when the CE8868EI, CE8861ElI,
CE8850-64CQ-El, CE6865EI, CE6865E, CE8850E-32CQ-El, or CE6857EI
functions as a VXLAN tunnel termination device and mirrors incoming traffic
on tunnel interfaces, the switch will add a VLAN tag to the mirrored packets if
the VXLAN packets to be mirrored have no outer VLAN tag and need to be
forwarded across VBDIF interfaces.

- On the CE8850-64CQ-El, the added VLAN tag is a reserved VLAN.

- On the CE8868EI, CE8861EIl, CE6865EI, CE6865E, CE8850E-32CQ-El and
CE6857EI, CE6857E, CE6857F, the added VLAN tag is VLAN 0.

e  For the CE6870EI switch, when simplified traffic mirroring with an observing
port in enhanced mode is configured in the interface view and intelligent
traffic analysis is also configured, the simplified traffic mirroring function
takes precedence.

3.1.3 Configuring Remote Mirroring

3.1.3.1 Configuring Remote Port Mirroring
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Context

In remote port mirroring, packets that pass through a mirrored port are copied to
observing ports, which then send the packets to monitoring devices across a Layer
2 or Layer 3 network.

Pre-configuration Tasks

Before configuring Layer 3 remote mirroring, configure a GRE tunnel between the
observing port and monitoring device so that mirrored packet packets can be
forwarded through the GRE tunnel. If no GRE tunnel is configured between the
observing port and the monitoring device, mirrored packet packets are forwarded
across a Layer 3 network.

Procedure

Step 1 Run system-view

The system view is displayed.

Step 2 Configure a remote observing port.

(11 NOTE

For the CE8868EI, CE8861El, CE8850-64CQ-El, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE6857E, CE6857F, and CE6857EI, parameters interface and enhanced-mode cannot be
configured together.

For Layer 2 remote mirroring:

- (On the CE9860EI, CE5855E, CE5855F, CE8868EI, CE8861El, CES850EI,
CE6870EI, CE6865EI, CE6865E, CE8850E-32CQ-EIl, CE6857EI, CE6857E,
CE6857F, and CE6856HI) Run observe-port [ observe-port-index ]
interface { interface-type interface-number | interface-name } vlan vian-

id

- (On the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, and
CE6863, CE6863E) Run observe-port [ observe-port-index] interface
{ interface-type interface-number | interface-name } vlan vian-id [ cir cir-
value [ kbps | mbps | gbps ] ] [ truncate packet packet-length ]

For Layer 3 remote mirroring:

- On the CE6857EI, CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE8861El, and CE8868EI:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id
[ truncate | enhanced-mode [ length packet-length] ].

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name ] destination-ip dest-ip-address source-ip
source-jp-address [ dscp dscp-value | vlan vian-id] " [ truncate |
enhanced-mode [ length packet-length] ].

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface
{ interface-type interface-number | interface-name} ] [ vpn-
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instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] " [ truncate
| enhanced-mode [ length packet-length] ].

On the CE6857E:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id
[ truncate ].

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] destination-ip dest-ip-address source-ip
source-ip-address [ dscp dscp-value | vlan vian-id] " [ truncate ].

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] "

[ truncate ].

On the CE6870EI:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id
[ erspan-id erspan-id].

If mirrored packets need to be forwarded through a Layer 3 network,
run observe-port [ observe-port-index] [ interface { interface-type
interface-number | interface-name} ] [ vpn-instance vpn-name]
destination-ip dest-ip-address source-ip source-ip-address [ dscp
dscp-value ] [ erspan-id erspan-id].

On the CE9860EI, CE6856HI, CE5855E, CE5855F:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id.

(CE9860EI, CE6856HI, CE5855E, CE5855F) If mirrored packets need to
be forwarded through a Layer 3 IPv4 network, run observe-port

[ observe-port-index] [ interface { interface-type interface-number |
interface-name} ] [ vpn-instance vpn-name ] destination-ip dest-
ip-address source-ip source-ip-address [ dscp dscp-value | vlan vian-
idl”.

(CE9860EI) If mirrored packets need to be forwarded through a Layer
3 IPv6 network, run observe-port [ observe-port-index] [ interface
{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] ".

On the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, and
CE6863, CE6863E:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id

Issue 01 (2023-09-28)

Copyright © Huawei Technologies Co., Ltd. 26



CloudEngine 9800, 8800, 6800 and 5800
Plug-in Operation Guide - Remote Mirroring 3 Remote Mirroring Operation Guide

[ erspan-id erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps |
mbps | gbps ] ] [ truncate packet packet-length].

" |f mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface
{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] destination-ip dest-ip-address source-ip
source-ip-address [ dscp dscp-value | vlan vian-id] * [ erspan-id
erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps |
gbps ] ] [ truncate packet packet-length].

® |f mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface
{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] " [ erspan-
id erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps |
gbps ] ] [ truncate packet packet-length].

- On the CE8850-64CQ-El:

" |f mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id
[ enhanced-mode [ length packet-length] ].

" |f mirrored packets need to be forwarded through a Layer 3 network,
run observe-port [ observe-port-index] [ interface { interface-type
interface-number | interface-name} ] [ vpn-instance vpn-name ]
destination-ip dest-ip-address source-ip source-ip-address [ dscp
dscp-value | vlan vian-id] " [ enhanced-mode [ length packet-
length]].

By default, no remote observing port is configured.
Step 3 (Optional) Run observe-port filter enable
Basic forwarding validity check on an observing port is enabled.

By default, the basic forwarding validity check function is disabled on an observing
port.

(11 NOTE
This function is supported only by the CE6870EI.
Step 4 Run interface /interface-type interface-number
The interface view is displayed.

Step 5 Run port-mirroring observe-port observe-port-index { both | inbound |
outbound } [ session-id session-id |

Traffic on the interface is mirrored to the observing port.
{10 NOTE

The session-id session-id parameter is supported only by the CE6881, CE5881, CE6881K,
CE6820, CE6863K, CE6881E, and CE6863, CE6863E.
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Step 6 Run commit
The configuration is committed.

--—-End

3.1.3.2 Configuring Remote Traffic Mirroring

Context

In remote traffic mirroring, packets of a specified service flow that passes through
a mirrored port are copied to observing ports, which then send the packets to
monitoring devices across a Layer 2 or Layer 3 network.

Pre-configuration Tasks

Before configuring Layer 3 remote mirroring, configure a GRE tunnel between the
observing port and monitoring device so that mirrored packet packets can be
forwarded through the GRE tunnel. If no GRE tunnel is configured between the
observing port and the monitoring device, mirrored packet packets are forwarded
across a Layer 3 network.

Procedure

Step 1 Run system-view
The system view is displayed.

Step 2 Configure a remote observing port.

(11 NOTE

For the CE8868EI, CE8861El, CE8850-64CQ-El, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE6857E, CE6857F, and CE6857EI, parameters interface and enhanced-mode cannot be
configured together.

e  For Layer 2 remote mirroring:

- (On the CE9860EI, CE5855E, CE5855F, CE8868EI, CE8861El, CE850EI,
CE6870EI, CE6865EI, CE6865E, CE8850E-32CQ-EIl, CE6857EI, CE6857E,
CE6857F, and CE6856HI) Run observe-port [ observe-port-index ]
interface { interface-type interface-number | interface-name } vlan vian-
id

- (On the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, and
CE6863, CE6863E) Run observe-port [ observe-port-index ] interface
{ interface-type interface-number | interface-name } vlan vian-id [ cir cir-
value [ kbps | mbps | gbps ] ] [ truncate packet packet-length ]

e For Layer 3 remote mirroring:

- On the CE6857EI, CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE8861El, and CE8868EI:

® |f mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id
[ truncate | enhanced-mode [ length packet-length] ].

Issue 01 (2023-09-28) Copyright © Huawei Technologies Co., Ltd. 28



CloudEngine 9800, 8800, 6800 and 5800

Plug-in Operation Guide - Remote Mirroring

3 Remote Mirroring Operation Guide

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] destination-ip dest-ip-address source-ip
source-ip-address [ dscp dscp-value | vlan vian-id] " [ truncate |
enhanced-mode [ length packet-length] ].

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] " [ truncate
| enhanced-mode [ length packet-length] ].

On the CE6857E:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id
[ truncate ].

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name ] destination-ip dest-jp-address source-ip
source-ijp-address [ dscp dscp-value | vlan vian-id] " [ truncate 1.

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id1”

[ truncate ].

On the CE6870EI:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id
[ erspan-id erspan-id].

If mirrored packets need to be forwarded through a Layer 3 network,
run observe-port [ observe-port-index] [ interface { interface-type
interface-number | interface-name } ] [ vpn-instance vpn-name ]
destination-ip dest-ip-address source-ip source-ip-address [ dscp
dscp-value] [ erspan-id erspan-id].

On the CE9860EI, CE6856HI, CE5855E, CE5855F:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id.

(CES860EI, CE6856HI, CE5855E, CE5855F) If mirrored packets need to
be forwarded through a Layer 3 IPv4 network, run observe-port

[ observe-port-index] [ interface { interface-type interface-number |
interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-
ip-address source-ip source-ip-address [ dscp dscp-value | vlan vian-
idl".
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(CE9860EI) If mirrored packets need to be forwarded through a Layer
3 IPv6 network, run observe-port [ observe-port-index] [ interface
{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] .

- On the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, and
CE6863, CE6863E:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id

[ erspan-id erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps |
mbps | gbps ] ] [ truncate packet packet-length].

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] destination-ip dest-ip-address source-ip
source-ip-address [ dscp dscp-value | vlan vian-id] " [ erspan-id
erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps |
gbps ] ] [ truncate packet packet-length].

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name}] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] " [ erspan-
id erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps |
gbps ] ] [ truncate packet packet-length ].

- On the CE8850-64CQ-El:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id
[ enhanced-mode [ length packet-length] ].

If mirrored packets need to be forwarded through a Layer 3 network,
run observe-port [ observe-port-index] [ interface { interface-type
interface-number | interface-name} ] [ vpn-instance vpn-name ]
destination-ip dest-ip-address source-ip source-ip-address [ dscp
dscp-value | vlan vian-id] " [ enhanced-mode [ length packet-
length]].

By default, no remote observing port is configured.

Step 3 (Optional) Run observe-port filter enable

Basic forwarding validity check on an observing port is enabled.

By default, the basic forwarding validity check function is disabled on an observing

port.

(11 NOTE

This function is supported only by the CE6870EI.

Step 4 Configure a mirrored port and packet matching rules.
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Two methods are available: simplified traffic mirroring and MQC-based traffic
mirroring. Simplified traffic mirroring is easy to configure and applies to
configuration delivery and management in Fabriclnsight. MQC-based traffic
mirroring is complex to configure but has rich and detailed packet matching rules.

Simplified traffic mirroring

e Configure simplified traffic mirroring globally.

a. Configure packet matching rules.

Run traffic-mirroring [ vxlan [ tag-format { none | single } ] ] [ ipv6 ]
{ tcp-flag { ack | fin | psh | rst | syn | urg } * } observe-port observe-
port-index &<1-8> inbound [ slot slot-id ]

Simplified traffic mirroring is configured globally.

By default, simplified traffic mirroring is not configured globally.

(11 NOTE

You can specify 1 to 8 observe-port-index parameters simultaneously only on the
CE6870EI.

For the CE6857EI, CE6857E, CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE8850-64CQ-EI, CE8868EI, and CE8861EIl, observing ports in enhanced mode can be
specified only when you configure simplified traffic mirroring.

Only the CE6863, CE6863E, CE6863K, CE6881E, CE6820, CE6881K, CE6881, and
CE5881 support the ipv6 parameter.

b. Run commit
The configuration is committed.
e  Configure simplified traffic mirroring on an interface.

a. Run interface /nterface-type interface-number
The interface view is displayed.
b. Configure packet matching rules.

Run traffic-mirroring [ vxlan [ tag-format { none | single } ] ] { tcp-
flag { ack | fin | psh | rst | syn | urg } " } observe-port observe-port-index
&<1-8> inbound

Simplified traffic mirroring is configured on the specified interface.

By default, simplified traffic mirroring is not configured on an interface.

(11 NOTE

You can specify 1 to 8 observe-port-index parameters simultaneously only on the
CE6870EI.

For the CE6857EI, CE6857E, CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE8850-64CQ-EI, CE8868EI, and CE8861El, observing ports in enhanced mode can be
specified only when you configure simplified traffic mirroring.

The CE6863, CE6863E, CE6863K, CE6881E, CE6820, CE6881K, CE6881, and CE5881 do
not support this command.

Simplified traffic mirroring cannot be configured in the port group view.

If simplified traffic mirroring is configured in both the system view and interface view,
the configuration in the interface view takes effect.

c.  Run commit
The configuration is committed.
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MQC-based traffic mirroring

1.

Configure a traffic classifier.

a.

Run traffic classifier classifier-name [ type { and | or } ]

A traffic classifier is created and the traffic classifier view is displayed, or
the view of an existing traffic classifier is displayed.

and is the logical operator between rules in a traffic classifier, which
means that:

® |f a traffic classifier contains ACL rules, packets match the traffic
classifier only if they match one ACL rule and all the non-ACL rules.

® |If a traffic classifier does not contain any ACL rules, packets match
the traffic classifier only if they match all the rules in the classifier.

The logical operator or means that packets match a traffic classifier if
they match one or more rules in the classifier.

By default, the relationship between rules in a traffic classifier is or.
Run if-match

Matching rules are defined for the traffic classifier. For details about
matching rules in a traffic classifier, see "Configuring a Traffic Classifier"
in "MQC Configuration" of the CloudEngine 9800, 8800, 6800, 5800
Series Switches Configuration Guide - QoS Configuration Guide.

Run commit

The configuration is committed.
Run quit

Exit from the traffic classifier view.

Configure a traffic behavior.

a.

Run traffic behavior behavior-name

A traffic behavior is created and the traffic behavior view is displayed, or
the view of an existing traffic behavior is displayed.

(On the CE6881, CE5881, CE6881K, CE6820, CE6863, CE6863E, CE6863K,
CE6881E) Run mirroring observe-port observe-port-index &<1-4>
[ session-id session-id |

The traffic matching the rules is mirrored to the specified observing port.

(On the CE6870EI) Run mirroring observe-port observe-port-index
&<1-8> [ random-packets random-packets ]

The traffic matching the rules is mirrored to the specified observing port.

(On the CE5855E, CE5855F) Run mirroring observe-port observe-port-
index

The traffic matching the rules is mirrored to the specified observing port.

(On switches except the CE6870EI, CE5855E, CE5855F, CE6881, CE5881,
CE6881K, CE6820, CE6863, CE6863E, CE6863K, CE6881E) Run mirroring
observe-port observe-port-index &<1-4>

The traffic matching the rules is mirrored to the specified observing port.
Run commit
The configuration is committed.
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g.

Run quit
Exit from the traffic behavior view.

Configure a traffic policy.

a.

Run traffic policy policy-name

A traffic policy is created and the traffic policy view is displayed, or the
view of an existing traffic policy is displayed.

Run classifier classifier-name behavior behavior-name [ precedence
precedence-value ]

A traffic behavior is bound to a traffic classifier in the traffic policy.
Run commit

The configuration is committed.

Run quit

Exit from the traffic policy view.

Run quit

Exit from the system view.

(On switches except the CE6870EI) Apply the traffic policy.
(0 NOTE

Only on the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, and CE6863,
CE6863E, a traffic policy containing the mirroring action can be applied to the
outbound direction.

Only on the CE6881, CE6881K, CE6820, CE6863K, CE6881E, and CE6863, CE6863E
outbound mirroring can be configured on a VBDIF or VLANIF interface where a traffic
policy has been applied.

Outbound mirroring is not supported by a Layer 2 sub-interface where a traffic policy
has been applied.

IPv6 packets cannot be mirrored when a traffic policy is applied to a Layer 3 sub-
interface.

For details about the configuration guidelines of applying traffic policies in different
views on the CE switches excluding CE6870EI, see Licensing Requirements and
Limitations for MQC (CE Switches Excluding the CE6870EI).

Applying a traffic policy to an interface

i.  Run system-view
The system view is displayed.

ii. Run interface interface-type interface-number
The interface view is displayed.

iii. Run traffic-policy policy-name { inbound | outbound }
A traffic policy is applied to the interface.

iv. Run commit
The configuration is committed.

Applying a traffic policy to a VLAN

i.  Run system-view
The system view is displayed.

ii. Runvlan vian-id
The VLAN view is displayed.
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iii. Run traffic-policy policy-name { inbound | outbound }
A traffic policy is applied to the VLAN.

The system applies traffic policing to the packets that belong to the
VLAN and match traffic classification rules in the inbound or
outbound direction.

iv. Run commit

The configuration is committed.
Applying a traffic policy to the system
i.  Run system-view

The system view is displayed.

ii. Run traffic-policy policy-name global [ slot slot-id] { inbound |
outbound }

A traffic policy is applied to the system.
ii. Run commit
The configuration is committed.
Applying a traffic policy to a QoS group
i.  Run system-view
The system view is displayed.
ii. Run gos group group-name
The QoS group view is displayed.
iii. Run the following commands as required:

o Run the group-member interface { interface-type interface-
numberT [ to interface-type interface-number2] } &<1-8>
command to add interfaces to the QoS group.

©  Run the group-member vlan { vian-id7 [ to vian-id2] } &<1-8>
command to add VLANSs to the QoS group.

o  (For CE switches excluding the CE6870EI) Run the group-
member ip source /p-address { mask | mask-length } command
to add source IP addresses to the QoS group.

o (For CE6881, CE5881, CE6881K, CE6863, CE6863E, CE6863K,
CE6881E) Run the group-member bridge-domain { 6d-id7 [ to
bd-id?] } &<1-8> command to add BDs to the QoS group.

iv. Run traffic-policy policy-name { inbound | outbound }
A traffic policy is applied to the QoS group.
V. Run commit
The configuration is committed.
Applying a traffic policy to a BD
(1O NOTE

This function is only supported on the CE8868EI, CE8861EIl, CES850EI,
CE8850E-32CQ-EI, CE6881, CE6881K, CE6881E, CE6870EI, CE6865EI, CE6865E,
CE6863K, CE6863E, CE6863, CE6857EI, CE6857E, CE6857F, CE6856HI, and CE5881.

i.  Run system-view
The system view is displayed.
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ii. Run bridge-domain bd-id
The BD view is displayed.
iii. Run traffic-policy policy-name { inbound | outbound }
A traffic policy is applied to the BD.
iv. Run commit
The configuration is committed.
(On the CE6870EI) Apply the traffic policy.

(11 NOTE

- IPv6 packets cannot be mirrored when a traffic policy is applied to a Layer 3 sub-
interface.

- For details about the configuration guidelines of applying traffic policies in different
views on the CE6870EI, see Licensing Requirements and Limitations for MQC
(CE6870EI).

- Applying a traffic policy to an interface
i.  Run system-view
The system view is displayed.
ii. Run interface interface-type interface-number
The interface view is displayed.
iii. Run traffic-policy policy-name { inbound | outbound }
A traffic policy is applied to the interface.
iv. Run commit
The configuration is committed.
- Applying a traffic policy to a VLAN
i.  Run system-view
The system view is displayed.
ii. Runvlan vian-id
The VLAN view is displayed.
iii. Run traffic-policy policy-name { inbound | outbound }
A traffic policy is applied to the VLAN.

The system applies traffic policing to the packets that belong to the
VLAN and match traffic classification rules in the inbound or
outbound direction.

iv. Run commit
The configuration is committed.
- Applying a traffic policy to the system
i.  Run system-view
The system view is displayed.

ii. Run traffic-policy policy-name global [ slot slot-id] { inbound |
outbound }

A traffic policy is applied to the system.
ii. Run commit
The configuration is committed.
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- Applying a traffic policy to a BD
{10 NOTE

This function is only supported on the CE8868EI, CE8861EI, CES850EI,
CE8850E-32CQ-El, CE6881, CE6881K, CE6881E, CE6870EI, CE6865EI, CE6865E,
CE6863K, CE6863E, CE6863, CE6857EI, CE6857E, CE6857F, CE6856HI, and CE5881.

i.  Run system-view
The system view is displayed.
ii. Run bridge-domain bd-id
The BD view is displayed.
iii. Run traffic-policy policy-name { inbound | outbound }
A traffic policy is applied to the BD.
iv. Run commit
The configuration is committed.

--—-End

3.1.3.3 Configuring Remote VLAN Mirroring

Context

In remote VLAN mirroring, packets on all active ports in a specified VLAN are
copied to observing ports, which then send the packets to monitoring devices
across a Layer 2 or Layer 3 network.

Pre-configuration Tasks

Before configuring Layer 3 remote mirroring, configure a GRE tunnel between the
observing port and monitoring device so that mirrored packet packets can be
forwarded through the GRE tunnel. If no GRE tunnel is configured between the
observing port and the monitoring device, mirrored packet packets are forwarded
across a Layer 3 network.

Procedure

Step 1 Run system-view
The system view is displayed.
Step 2 Configure a remote observing port.

(11 NOTE

For the CE8868EI, CE8861El, CE8850-64CQ-El, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE6857E, CE6857F, and CE6857EI, parameters interface and enhanced-mode cannot be
configured together.

e  For Layer 2 remote mirroring:
- (On the CE9860EI, CE5855E, CE5855F, CE8868EI, CE8861EI, CES8850EI,

CE6870El, CE6865EI, CE6865E, CES850E-32CQ-EI, CE6857EI, CE6857E,
CE6857F, and CE6856HI) Run observe-port [ observe-port-index ]
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interface { interface-type interface-number | interface-name } vlan vian-

id

(On the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, and
CE6863, CE6863E) Run observe-port [ observe-port-index] interface

{ interface-type interface-number | interface-name } vlan vian-id [ cir cir-

value [ kbps | mbps | gbps ] ] [ truncate packet packet-length ]
For Layer 3 remote mirroring:

- On the CE6857EI, CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE8861El, and CE8868EI:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index] interface tunnel tunnel-id
[ truncate | enhanced-mode [ length packet-length] ].

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name ] destination-ip dest-jp-address source-ip
source-ip-address [ dscp dscp-value | vlan vian-id] " [ truncate |
enhanced-mode [ length packet-length] ].

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name}] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] " [ truncate
| enhanced-mode [ length packet-length] ].

- On the CE6857E:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id
[ truncate ].

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name ] destination-ip dest-jp-address source-ip
source-ijp-address [ dscp dscp-value | vlan vian-id] " [ truncate ].

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id1”

[ truncate ].

- On the CE6870EI:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id
[ erspan-id erspan-id].

If mirrored packets need to be forwarded through a Layer 3 network,
run observe-port [ observe-port-index] [ interface { interface-type
interface-number | interface-name} ] [ vpn-instance vpn-name ]
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destination-ip dest-ip-address source-ip source-ip-address [ dscp
dscp-value] [ erspan-id erspan-id].

On the CE9860EI, CE6856HI, CE5855E, CE5855F:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id.

(CE9860EI, CE6856HI, CE5855E, CE5855F) If mirrored packets need to
be forwarded through a Layer 3 IPv4 network, run observe-port

[ observe-port-index] [ interface { interface-type interface-number |
interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-
ip-address source-ip source-ip-address [ dscp dscp-value | vlan vian-
idl”.

(CE9860EI) If mirrored packets need to be forwarded through a Layer
3 IPv6 network, run observe-port [ observe-port-index] [ interface
{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] ".

On the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, and
CE6863, CE6863E:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id

[ erspan-id erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps |
mbps | gbps ] ] [ truncate packet packet-length ].

If mirrored packets need to be forwarded through a Layer 3 IPv4
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name] destination-ip dest-ip-address source-ip
source-ip-address [ dscp dscp-value | vlan vian-id] " [ erspan-id
erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps |
gbps ] ] [ truncate packet packet-length].

If mirrored packets need to be forwarded through a Layer 3 IPv6
network, run observe-port [ observe-port-index] [ interface

{ interface-type interface-number | interface-name} ] [ vpn-
instance vpn-name ] ipv6 destination-ip dest-ipv6-address source-
ip source-ipv6-address [ dscp dscp-value | vlan vian-id] ™ [ erspan-
id erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps |
gbps ] ] [ truncate packet packet-length ].

On the CE8850-64CQ-El:

If mirrored packets need to be forwarded over a GRE tunnel, run
observe-port [ observe-port-index ] interface tunnel tunnel-id
[ enhanced-mode [ length packet-length] ].

If mirrored packets need to be forwarded through a Layer 3 network,
run observe-port [ observe-port-index] [ interface { interface-type
interface-number | interface-name } ] [ vpn-instance vpn-name ]
destination-ip dest-ip-address source-ip source-ip-address [ dscp
dscp-value | vlan vian-id] " [ enhanced-mode [ length packet-
length]].
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By default, no remote observing port is configured.

Step 3 (Optional) Run observe-port filter enable

Basic forwarding validity check on an observing port is enabled.

By default, the basic forwarding validity check function is disabled on an observing
port.

(1 NOTE

This function is supported only by the CE6870EI.

Step 4 Run vlan vian-id
The VLAN view is displayed.

Step 5 Run mirroring observe-port observe-port-index { inbound | outbound | both }
[ session-id session-id |

VLAN traffic is mirrored to a specified observing port.

(11 NOTE

Only the CE6881, CE5881, CE6881K, CE6820, CE6863, CE6863E, CE6863K, CE6881E support
session-id session-id, outbound and both parameter.

Step 6 Run commit

The configuration is committed.

--—-End

3.1.3.4 Verifying the Remote Mirroring Configuration

Procedure

Run the display observe-port command to check the observing port
configuration.

Run the display port-mirroring command to check the port mirroring
configuration.

Run the display traffic-mirroring [ verbose ] command to display the
simplified traffic mirroring configuration.

Run the display traffic behavior [ behavior-name] command to check the
traffic behavior configuration.

Run the display traffic classifier [ classifier-name ] command to check the
traffic classifier configuration.

Run the display traffic policy [ policy-name [ classifier classifier-name] ]
command to check the traffic policy configuration.

Run the display traffic-policy applied-record [ policy-name] command to
check the application record of a specified mirroring policy.

--—-End

3.1.4 Configuration Examples for Remote Mirroring
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3.1.4.1 Example for Configuring Layer 2 Remote Port Mirroring

Networking Requirements

In Figure 3-4, a department of a company accesses the Internet through SwitchA,
and the monitoring device Server is connected to SwitchA through a Layer 2
network. Internet access traffic of this department needs to be monitored through
the Server.

Figure 3-4 Networking diagram of Layer 2 remote port mirroring
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Configuration Roadmap

The configuration roadmap is as follows:

1. Configure 10GE1/0/1 of SwitchA as a Layer 2 remote observing port to
forward mirrored packets to the Layer 2 network.

2. Configure 10GE1/0/2 of SwitchA as a mirrored port to copy Internet access
traffic of the department to the observing port.

3. Create a VLAN on SwitchB and SwitchC, and add ports to the VLAN to
forward the mirrored packets sent from the observing port to the Server.

(11 NOTE

When configuring Layer 2 remote port mirroring, do not use a remote mirroring VLAN to
transmit other service packets. You are advised to run the mac-address learning disable
command in the VLAN view on the device that forwards mirrored packets to disable MAC
address learning of the remote mirroring VLAN.
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Procedure

Step 1 Configure a Layer 2 remote observing port.

# Configure 10GE1/0/1 of SwitchA as a Layer 2 remote observing port and
configure VLAN 20 as a remote mirroring VLAN.

<HUAWEI> system-view

[~HUAWEI] sysname SwitchA

[*"HUAWEI] commit

[~SwitchA] observe-port 1 interface 10ge 1/0/1 vlan 20
[*SwitchA] commit

After the configuration is complete, the observing port forwards mirrored packets
to VLAN 20, removing the need to add this observing port to VLAN 20.

Step 2 Configure a mirrored port.

# Configure 10GE1/0/2 of SwitchA as a mirrored port to copy incoming traffic of
this port to the Layer 2 remote observing port.

[~SwitchA] interface 10ge 1/0/2

[~SwitchA-10GE1/0/2] port-mirroring observe-port 1 inbound
[*SwitchA-10GE1/0/2] quit

[*SwitchA] commit

[~SwitchA] quit

Step 3 Configure the Layer 2 network.
# Create VLAN 20 on SwitchB and add 10GE1/0/1 and 10GE1/0/2 to VLAN 20.

<HUAWEI> system-view

[~HUAWEI] sysname SwitchB

[*HUAWEI] commit

[~SwitchB] vlan 20

[*SwitchB-vlan20] mac-address learning disable
[*SwitchB-vlan20] quit

[*SwitchB] interface 10ge 1/0/1
[*SwitchB-10GE1/0/1] port link-type trunk
[*SwitchB-10GE1/0/1] port trunk allow-pass vlan 20
[*SwitchB-10GE1/0/1] quit

[*SwitchB] interface 10ge 1/0/2
[*SwitchB-10GE1/0/2] port link-type trunk
[*SwitchB-10GE1/0/2] port trunk allow-pass vlan 20
[*SwitchB-10GE1/0/2] quit

[*SwitchB] commit

# Create VLAN 20 on SwitchC and add 10GE1/0/1 and 10GE1/0/2 to VLAN 20.

<HUAWEI> system-view

[~HUAWEI] sysname SwitchC

[*HUAWEI] commit

[~SwitchC] vlan 20

[*SwitchC-vlan20] mac-address learning disable
[*SwitchC-vlan20] quit

[*SwitchC] interface 10ge 1/0/1
[*SwitchC-10GE1/0/1] port default vlan 20
[*SwitchC-10GE1/0/1] quit

[*SwitchC] interface 10ge 1/0/2
[*SwitchC-10GE1/0/2] port link-type trunk
[*SwitchC-10GE1/0/2] port trunk allow-pass vlan 20
[*SwitchC-10GE1/0/2] quit

[*SwitchC] commit

Step 4 Verify the configurations.

# Check the observing port configuration.
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<SwitchA> display observe-port

Index :1

Slot: 1
Interface: 10GE1/0/1
Vlan :20

# Check the mirrored port configuration.

<SwitchA> display port-mirroring
Observe port mirroring:

MirroringPort Direction ObservePort
10GE1/0/2 Inbound 1
----End

Configuration Files

e Configuration file of SwitchA

fysname SwitchA

ﬁbserve-port 1 interface 10GE1/0/1 vlan 20
j:(?;terfav:e 10GE1/0/2

port-mirroring observe-port 1 inbound
1f:eturn

e Configuration file of SwitchB

#

sysname SwitchB

#

vlan batch 20

mac-address learning disable
#

interface 10GE1/0/1

port link-type trunk

port trunk allow-pass vlan 20
#

interface 10GE1/0/2

port link-type trunk

port trunk allow-pass vlan 20
#

return

e Configuration file of SwitchC

#

sysname SwitchC

#

vlan batch 20

mac-address learning disable
#

interface 10GE1/0/1

port default vlan 20

#

interface 10GE1/0/2

port link-type trunk

port trunk allow-pass vlan 20
#

return

Issue 01 (2023-09-28) Copyright © Huawei Technologies Co., Ltd.

42



CloudEngine 9800, 8800, 6800 and 5800

Plug-in Operation Guide - Remote Mirroring

3 Remote Mirroring Operation Guide

3.1.4.2 Example for Configuring Layer 3 Remote Port Mirroring (Through a

Layer 3 Network)

Networking Requirements

In Figure 3-5, a department of a company accesses the Internet through SwitchA.
The monitoring device Server is connected to SwitchA through a Layer 3 network

and has a reachable route to SwitchA. Internet access traffic of this department

needs to be monitored through the Server.

Figure 3-5 Networking diagram of Layer 3 remote port mirroring
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Configuration Roadmap

Procedure

The configuration roadmap is as follows:

1. Configure 10GE1/0/1 of SwitchA as a Layer 3 remote observing port, and
specify the Server's IP address and SwitchA's interface IP address as the

destination and source addresses respectively to be encapsulated in mirrored

packets.

2. Configure 10GE1/0/2 of SwitchA as a mirrored port to copy Internet access

traffic of the department to the observing port.

Step 1 Configure a Layer 3 remote observing port.

# Create a loopback interface on SwitchA and configure an IP address 10.1.1.1 for

it as the source address to be encapsulated in mirrored packets. You can also
specify the IP address of another interface on SwitchA as the source address.
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Step 2

Step 3

<HUAWEI> system-view

[~HUAWEI] sysname SwitchA

[*"HUAWEI] commit

[~SwitchA] interface loopback 0
[*SwitchA-LoopBack0] ip address 10.1.1.1 24
[*SwitchA-LoopBack0] quit

[*SwitchA] commit

# Configure 10GE1/0/1 of SwitchA as a Layer 3 remote observing port, and specify
the destination and source addresses to be encapsulated in mirrored packets as
10.2.1.1 and 10.1.1.1.

[~SwitchA] observe-port 1 interface 10ge 1/0/1 destination-ip 10.2.1.1 source-ip 10.1.1.1
[*SwitchA] commit

Ensure that the specified source and destination IP addresses are reachable at
Layer 3.

Configure a mirrored port.

# Configure 10GE1/0/2 of SwitchA as a mirrored port to copy incoming traffic of
this port to the Layer 3 remote observing port.

[~SwitchA] interface 10ge 1/0/2

[~SwitchA-10GE1/0/2] port-mirroring observe-port 1 inbound

[*SwitchA-10GE1/0/2] commit

[~SwitchA-10GE1/0/2] return

Verify the configurations.

# Check the observing port configuration.

<SwitchA> display observe-port

Index :1

Src-lp :10.1.1.1

Dst-lp :10.2.1.1

Dscp :0

Slot: 1
Interface: 10GE1/0/1
Vlan :--

Src-Mac : 00-25-9e-37-ee-a5
Dst-Mac : ff-ff-ff-ff-ff-ff

# Check the mirrored port configuration.

<SwitchA> display port-mirroring
Observe port mirroring:

MirroringPort Direction ObservePort
10GE1/0/2 Inbound 1
----End

Configuration Files

e Configuration file of SwitchA

#

sysname SwitchA

#

observe-port 1 interface T0GE1/0/1 destination-ip 10.2.1.1 source-ip 10.1.1.1
#

interface 10GE1/0/2
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port-mirroring observe-port 1 inbound
#

interface LoopBackO

ip address 10.1.1.1 255.255.255.0

#

return

3.1.4.3 Example for Configuring Layer 3 Remote Port Mirroring (Through a

GRE Tunnel)

Networking Requirements

As shown in Figure 3-6, a department of a company accesses the Internet through
SwitchA. SwitchB is connected to SwitchA through a Layer 3 network and has a
reachable route to SwitchA. The monitoring device Server is directly connected to
SwitchB. Internet access traffic of this department needs to be monitored through
the Server.

Figure 3-6 Networking diagram of Layer 3 remote port mirroring
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Configuration Roadmap

The configuration roadmap is as follows:

Configure a GRE tunnel between SwitchA and SwitchB.

Configure the GRE tunnel interface on SwitchA as a Layer 3 remote observing
port and 10GE1/0/1 as a mirrored port to copy Internet access traffic of the
department to this observing port and forward the traffic to SwitchB.

Configure local port mirroring on SwitchB to copy mirrored packets received
by 10GE1/0/2 to 10GE1/0/1.
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Procedure

Step 1 # Configure a GRE tunnel.

# Configure IP addresses and routes for the Layer 3 network between SwitchA and
SwitchB so that the two switches have reachable routes to each other. The
configuration details are not provided here.

# Set the tunnel mode of SwitchA and SwitchB to GRE (this configuration is

required only on the CE6870EI).
<HUAWEI> system-view
[~HUAWEI] sysname SwitchA
[*HUAWEI] commit

[~SwitchA] ip tunnel mode gre
[*SwitchA] commit

<HUAWEI> system-view
[~HUAWEI] sysname SwitchB
[*HUAWEI] commit

[~SwitchB] ip tunnel mode gre
[*SwitchB] commit

(11 NOTE

The tunnel mode configured on a switch takes effect after you save the configuration and
restart the switch. You can restart the switch immediately or after you complete all the
configurations.

# Configure a GRE tunnel between SwitchA and SwitchB.

[~SwitchA] interface tunnel 1
[*SwitchA-Tunnel1] tunnel-protocol gre
[*SwitchA-Tunnel1] ip address 10.1.4.1 24
[*SwitchA-Tunnel1] source 10.1.2.2
[*SwitchA-Tunnel1] destination 10.1.3.2
[*SwitchA-Tunnel1] quit

[*SwitchA] commit

[~SwitchB] interface tunnel 1
[*SwitchB-Tunnel1] tunnel-protocol gre
[*SwitchB-Tunnel1] ip address 10.1.4.2 24
[*SwitchB-Tunnel1] source 10.1.3.2
[*SwitchB-Tunnel1] destination 10.1.2.2
[*SwitchB-Tunnel1] quit

[*SwitchB] commit

Step 2 Configure Layer 3 remote mirroring on SwitchA.

# On SwitchA, configure Tunnel 1 as a Layer 3 remote observing port and
10GE1/0/1 as a mirrored port to copy incoming traffic of T0GE1/0/1 to Tunnel 1.

[~SwitchA] observe-port 1 interface tunnel 1

[*SwitchA] interface 10ge 1/0/1

[*SwitchA-10GE1/0/1] port-mirroring observe-port 1 inbound
[*SwitchA-10GE1/0/1] commit

[~SwitchA-10GE1/0/1] return

Step 3 Configure local port mirroring on SwitchB.

# On SwitchB, configure 10GE1/0/1 as a local observing port and 10GE1/0/2 as a
mirrored port to copy the mirrored packets received by 1T0GE1/0/2 to 10GE1/0/1
connected to the Server.

[~SwitchB] observe-port 1 interface 10ge 1/0/1

[*SwitchB] interface 10ge 1/0/2

[*SwitchB-10GE1/0/2] port-mirroring observe-port 1 inbound
[*SwitchB-10GE1/0/2] commit

[~SwitchB-10GE1/0/2] return
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Step 4 Verify the configuration.

# Check the observing port configuration.

<SwitchA> display observe-port

Index :1
Slot: 1
Interface: Tunnell

<SwitchB> display observe-port

Index :1
Slot: 1
Interface: 10GE1/0/1

# Check the mirrored port configuration.

<SwitchA> display port-mirroring
Observe port mirroring:

MirroringPort Direction ObservePort

10GE1/0/1 Inbound 1

<SwitchB> display port-mirroring
Observe port mirroring:

MirroringPort Direction ObservePort
10GE1/0/2 Inbound 1
----End

Configuration Files

e SwitchA configuration file

#

sysname SwitchA

#

ip tunnel mode gre

#

observe-port 1 interface Tunnell

#

interface 10GE1/0/1
port-mirroring observe-port 1 inbound

#

interface Tunnell

ip address 10.1.4.1 255.255.255.0
tunnel-protocol gre

source 10.1.2.2

destination 10.1.3.2

#

return

e SwitchB configuration file

fysname SwitchB

?:J tunnel mode gre

1:fbserve-port 1 interface 10GE1/0/1
j:(7:1terface 10GE1/0/2

port-mirroring observe-port 1 inbound
#
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interface Tunnell

ip address 10.1.4.2 255.255.255.0
tunnel-protocol gre

source 10.1.3.2

destination 10.1.2.2

#

return

3.1.4.4 Example for Configuring Remote Truncated Mirroring (Through a
Layer 3 Network)

Networking Requirements

On the network shown in Figure 3-7, users access the Internet through SwitchA,
and the monitoring device (Server) is connected to SwitchA through a Layer 3
network. SwitchA and Server have reachable routes to each other. There is a heavy
traffic volume between users and the Internet. To facilitate monitoring of Internet
access traffic on Server, configure remote truncated mirroring on SwitchA to
mirror only a part of packets.

Figure 3-7 Networking diagram of configuring Layer 3 remote truncated mirroring
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Configuration Roadmap

The configuration roadmap is as follows:

1. Configure 10GE1/0/1 of SwitchA as a Layer 3 remote observing port.
Configure remote truncated mirroring. The destination IP address of mirrored
packets is the monitoring device address, and the source IP address is an
interface address of SwitchA. Ensure that the destination and source IP
addresses are reachable at Layer 3.
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(11 NOTE

After Layer 3 remote truncated mirroring is configured, mirrored packets carry the
ERSPAN header.

In V200R019C10 and later versions, truncated mirroring is supported on the CE6881,
CE5881, CE6881K, CE6820, CE6863K, CE6881E, and CE6863.

2. Configure a traffic classifier to match packets with the source address being
the user address and the destination address being an Internet address.

3. Configure a traffic behavior and configure the traffic mirroring action in the
traffic behavior view.

4. Configure a traffic policy, bind the traffic classifier and traffic behavior to the
traffic policy, and apply the traffic policy to the inbound direction of
T0GE1/0/1 to truncate and mirror Internet access packets to the observing
port.

Procedure

Step 1 Configure a Layer 3 remote observing port.

# Create a loopback interface on SwitchA, and configure the IP address 10.1.1.1
for the interface. This IP address is used as the source address to be encapsulated
in mirrored packets. You can also specify the IP address of a non-loopback
interface on SwitchA as the source address of mirrored packets.

<HUAWEI> system-view

[~HUAWEI] sysname SwitchA

[*HUAWEI] commit

[~SwitchA] interface loopback 0
[*SwitchA-LoopBack0] ip address 10.1.1.1 24
[*SwitchA-LoopBack0] quit

[*SwitchA] commit

# Configure 10GE1/0/1 of SwitchA as a Layer 3 remote observing port, and specify
10.2.1.1 (IP address of Server) and 10.1.1.1 as the destination and source
addresses to be encapsulated in mirrored packets, respectively.

[~SwitchA] observe-port 1 interface 10ge 1/0/1 destination-ip 10.2.1.1 source-ip 10.1.1.1 truncate
packet 128
[*SwitchA] commit

(10 NOTE

The truncate packet parameter specifies the length of truncated packets to be mirrored.
The value ranges from 64 to 256, in bytes.

Ensure that there are reachable routes between the specified source and
destination IP addresses.

Step 2 Configure traffic classifier c1.

# On SwitchA, create traffic classifier ¢1 and configure a rule to match packets
with the source address 192.168.1.0/24 and destination address 192.168.2.0/24.

[~SwitchA] acl number 3000

[*SwitchA-acl4-advance-3000] rule permit ip source 192.168.1.0 24 destination 192.168.2.0 24
[*SwitchA-acl4-advance-3000] quit

[*SwitchA] traffic classifier c1

[*SwitchA-classifier-c1] if-match acl 3000

[*SwitchA-classifier-c1] quit

[*SwitchA] commit
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Step 3 Configure traffic behavior b1.

# On SwitchA, create traffic behavior b1 and configure the mirroring action.

[~SwitchA] traffic behavior b1
[*SwitchA-behavior-b1] mirroring observe-port 1
[*SwitchA-behavior-b1] quit

[*SwitchA] commit

Step 4 # Configure traffic policy p1 and apply it.

# On SwitchA, configure traffic policy p1, bind the traffic behavior and traffic
classifier to the traffic policy, and apply the traffic policy to the inbound direction
of 10GE1/0/2 to monitor packets sent from users to the Internet.

[~SwitchA] traffic policy p1

[*SwitchA-trafficpolicy-p1] classifier c1 behavior b1

[*SwitchA-trafficpolicy-p1] quit

[*SwitchA] interface 10ge 1/0/2

[*SwitchA-10GE1/0/2] traffic-policy p1 inbound

[*SwitchA-10GE1/0/2] quit

[*SwitchA] commit

Step 5 Verify the configuration.

# Check the observing port configuration.

<SwitchA> display observe-port

Index :1
Src-lp :10.1.1.1
Dst-lp :10.2.1.1
Dscp :0
Slot: 1
Interface: 10GE1/0/1
Vlan :--
Src-Mac : 00-25-9e-37-ee-a5
Dst-Mac : ff-ff-ff-ff-ff-ff

# Check the mirrored port configuration.

<SwitchA> display port-mirroring
Observe port mirroring:

MirroringPort Direction ObservePort
10GE1/0/2 Inbound 1
----End

Configuration Files

e SwitchA configuration file (CE6881, CE5881, CE6881K, CE6820, CE6863K,

CE6881E, and CE6863)

#

sysname SwitchA

#

observe-port 1 interface T0GE1/0/1 destination-ip 10.2.1.1 source-ip 10.1.1.1 truncate packet 128
#

acl number 3000

rule 5 permit ip source 192.168.1.0 0.0.0.255 destination 192.168.2.0 0.0.0.255
#

traffic classifier c1 type or

if-match acl 3000

#
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traffic behavior b1

mirroring observe-port 1

#

traffic policy p1

classifier c1 behavior b1 precedence 5
#

interface 10GE1/0/2

traffic-policy p1 inbound

#

interface LoopBackO
ip address 10.1.1.1 255.255.255.0

#
return

3.2 Mirroring Configuration Commands

3.2.1 display observe-port

Function
The display observe-port command displays the observing port configuration.
Format
display observe-port [ /ndex]
Parameters
Parameter | Description Value
index Index of the observing port.| The value is an integer that ranges
from 1 to 8.
Views
All views

Default Level

1: Monitoring level

Usage Guidelines

None

Example

# Display the observing port configuration (CE Switches Excluding CE9860EI,

CE6863, CE6863E, CE6863K, CE6881E, CE6881K, CE6881, and CE5881).
<HUAWEI> display observe-port 2

Index :2
Src-lp :10.2.2.2
Dst-Ip :10.1.1.1
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Dscp :0
Slot: 1
Interface: 10GE1/0/23
Vlan :134
Src-Mac : 00-25-22-66-11-0a
Dst-Mac : 00-00-31-46-53-33

Slot: 2
Interface: 10GE1/0/23
Vlan :134

Src-Mac : 00-25-22-66-11-0a
Dst-Mac : 00-00-31-46-53-33

# Display the observing port configuration (CE9860EI).
<HUAWEI> display observe-port 2

Index :1
Src-lp :10.2.2.2
Dst-Ip :10.1.1.1
Dscp :0
Slot: 1
Interface: T00GE1/1/1
Vlan :134
Src-Mac : 00-25-22-66-11-0a
Dst-Mac : 00-00-31-46-53-33

# Display the observing port configuration (CE6863, CE6863E, CE6863K, CE6881E,

CE6881K, CE6881, and CE5881).
<HUAWEI> display observe-port 2

Index :2

Src-lp :10.2.2.2

Dst-lp :10.1.1.1

Dscp :0

Erspan-Id: 0

CIR(kbps): 3072

Slot: 1

Chip: 0

Interface: 10GE1/0/23
Vlan :134
Src-Mac : 00-25-22-66-11-0a
Dst-Mac : 00-00-31-46-53-33

Chip: 1
Interface: 10GE1/0/48
Vlan :134

Src-Mac : 00-25-22-66-11-0a
Dst-Mac : 00-00-31-46-53-33

Slot: 2
Chip: 0
Interface: 10GE1/0/23
Vlan :134

Src-Mac : 00-25-22-66-11-0a
Dst-Mac : 00-00-31-46-53-33

Chip: 1
Interface: 10GE1/0/23
Vlan :134

Src-Mac : 00-25-22-66-11-0a
Dst-Mac : 00-00-31-46-53-33

(11 NOTE

The command output provided here is used for reference only. The actual output
information depends on the situation.
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Table 3-1 Description of the display observe-port command output

Item Description
Index Index of the observing port.
Src-Ip Source IP address of GRE packets.
Dst-Ip Destination IP address of GRE packets.
Dscp Priority of GRE packets.
Erspan-Id ERSPAN ID.

NOTE

Only the CE6820, CE6863, CE6863E,
CE6863K, CE6881E, CE6881K, CE6881, and
CE5881 support this parameter.

CIR(kbps) Committed information rate.

NOTE
Only the CE6820, CE6863, CE6863E,
CE6863K, CE6881E, CE6881K, CE6881, and
CE5881 support this parameter.

Slot Indicates the slot number of the
observing port.

Chip Indicates the ID of the chip where the
observing port resides.

Interface Observing port.

Vlan In Layer 2 remote mirroring, the value
is the VLAN ID that the observing port
belongs to.

In Layer 3 remote mirroring, the value
is the VLAN ID encapsulated into GRE

packets.
Src-Mac Source MAC address of GRE packets.
Dst-Mac Destination MAC address of GRE
packets.

3.2.2 display port-mirroring

Function

The display port-mirroring command displays the mirroring configuration on the
device.

Format

display port-mirroring
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Parameters

None

Views

All views

Default Level

1: Monitoring level

Usage Guidelines

None

Example

# Display the packet mirroring configuration.

<HUAWEI> display port-mirroring

Observe port mirroring:

MirroringPort Direction

10GE1/0/1 Inbound

Traffic mirroring:

TrafficBehavior

b1

Table 3-2 Description of the display port-mirroring command output

Item

Description

MirroringPort

Mirrored ports.

Direction Direction of mirrored packets. The
value can be:
e Inbound: indicates incoming
packets.
e Outbound: indicates outgoing
packets.
ObservePort Observing port that mirrored packets

send to.

TrafficBehavior

Traffic behavior of traffic mirroring.
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3.2.3 display traffic-mirroring

Function
The display traffic-mirroring command displays the simplified traffic mirroring
configuration.
Format
display traffic-mirroring [ verbose ]
Parameters
Parameter Description Value
verbose Displays detailed configuration. -
Views
All views

Default Level

1: Monitoring level

Usage Guidelines

None

Example

# Display the simplified traffic mirroring configuration.
<HUAWEI> display traffic-mirroring
Observe traffic mirroring:

MirroringPort Slot Direction ObservePort

IPv4 10GE2/0/45 - Inbound 1

Table 3-3 Description of the display traffic-mirroring command output

Item Description

Observe traffic mirroring Simplified traffic mirroring
configurations.

MirroringPort Mirrored port.

NOTE
If the simplified traffic mirroring function is
configured in the system view, this field
displays IPv4 Global or IPv6 Global.
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Item Description

Slot device to which simplified traffic
mirroring is applied.

Direction Direction of mirrored packets.
e Inbound: inbound direction

ObservePort Observing port to which mirrored
packets are sent.

# Display detailed configuration of simplified traffic mirroring.

<HUAWEI> display traffic-mirroring verbose

MirroringPort  : IPv4 10GE2/0/45

Slot T -
Direction : Inbound
ObservePort 01
VxlanFlag :
TcpFlag ack
Status : Success

Table 3-4 Description of the display traffic-mirroring verbose command output

Item

Description

MirroringPort

Mirrored port.

NOTE
If the simplified traffic mirroring function is
configured in the system view, this field
displays IPv4 Global or IPv6 Global.

Slot device to which simplified traffic
mirroring is applied.
Direction Direction of mirrored packets.
e Inbound: inbound direction
ObservePort Index of an observing port.
VxlanFlag Whether to match VXLAN packets:
e vxlan: Match VXLAN packets.
e -: Do not match VXLAN packets.
TcpFlag TCP flag used to match TCP packets.
Status Simplified flow mirroring configuration

delivery status:

e Success: The configuration is
successfully delivered.

e Failed: The configuration fails to be
delivered.

Issue 01 (2023-09-28)

Copyright © Huawei Technologies Co., Ltd. 56



CloudEngine 9800, 8800, 6800 and 5800
Plug-in Operation Guide - Remote Mirroring 3 Remote Mirroring Operation Guide

3.2.4 mirroring observe-port

Function
The mirroring observe-port command mirrors the traffic matching certain rules
to an observing port.
The undo mirroring command disables traffic mirroring that mirrors the traffic
matching certain rules to an observing port.
By default, traffic mirroring that mirrors the traffic matching certain rules to an
observing port is disabled.

Format
For the CE6870EI:
mirroring observe-port observe-port-index &<1-8> [ random-packets random-
packets |
undo mirroring [ observe-port observe-port-index &<1-8> [ random-packets
random-packets] ]
For the CE6881, CE5881, CE6881K, CE6820, CE6863, CE6863E, CE6863K, CE6881E:
mirroring observe-port observe-port-index &<1-4> [ session-id session-id ]
undo mirroring [ observe-port observe-port-index &<1-4> [ session-id session-
id] ]
For the CE5855E, CE5855F:
mirroring observe-port observe-port-index
undo mirroring [ observe-port observe-port-index ]
For other switches:
mirroring observe-port observe-port-index &<1-4>
undo mirroring [ observe-port observe-port-index &<1-4> ]

Parameters
Parameter Description Value
observe-port- | Specifies the index of an observing port. The value is an
index integer that

ranges from 1 to
8.
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Parameter Description Value
session-id Specifies a mirroring ID. The session-id The value is an
session-id parameter is encapsulated in mirrored integer that
packets to differentiate different mirrored ranges from 0 to
packets. 1023.
NOTE

e Only the CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, CE6881E support
this parameter.

e This parameter takes effect only for Layer 3
remote mirroring.

e When both this parameter and the erspan-id
erspan-id parameter used in the observe-port
command are configured, this parameter
takes effect first.

random- Specifies the interval for collecting mirrored | The value is an
packets packets. integer that
random-packets ranges from 1 to

By default, all mirrored packets are copied 65535
to observing ports. '
NOTE

A larger interval causes more differences
between actual and expected mirrored packets.

Views

Traffic behavior view

Default Level

3: Management level

Usage Guidelines
Usage Scenario

You can run the mirroring observe-port command to mirror the traffic matching
certain rules to an observing port.

Prerequisites

An observing port has been configured using the observe-port command.

Example

# Mirror the traffic matching certain rules to observing port 1.

<HUAWEI> system-view

[~HUAWEI] observe-port 1 interface 10ge 1/0/1 vlan 10
[*HUAWEI] traffic behavior tb1

[*HUAWEI-behavior-tb1] mirroring observe-port 1
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3.2.5 mirroring observe-port (VLAN view)

Function
The mirroring observe-port command configures VLAN mirroring.
The undo mirroring command deletes VLAN mirroring configuration.

By default, VLAN mirroring is not configured.

Format

mirroring observe-port observe-port-index { inbound | outbound | both }
[ session-id session-id ]

undo mirroring [ observe-port observe-port-index] { inbound | outbound |
both }

Parameters

Parameter Description Value

observe-port-index Specifies the index of the | The value is an integer
observing port. that ranges from 1 to 8.

inbound Indicates that mirroring | -
is configured for the
incoming traffic in the
VLAN.

outbound Indicates that mirroring | -
is configured for the
outgoing traffic in the
VLAN.

NOTE
Only the CE6881, CE5881,
CE6881K, CE6820, CE6863,
CE6863E, CE6863K,
CE6881E support this
parameter.

both Indicates that mirroring | -
is configured for the
incoming and outgoing
traffic in the VLAN.

NOTE
Only the CE6881, CE5881,
CE6881K, CE6820, CE6863,
CE6863E, CE6863K,
CE6881E support this
parameter.
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Parameter

Description

Value

session-id session-id

Specifies a mirroring ID.
The session-id parameter
is encapsulated in
mirrored packets to
differentiate different
mirrored packets.

NOTE

Only the CE6881,
CE5881, CE6881K,
CE6820, CE6863,
CE6863E, CE6863K,
CE6881E support this
parameter.

This parameter takes
effect only for Layer 3
remote mirroring.

When both this
parameter and the
erspan-id erspan-id
parameter used in the
observe-port
command are
configured, this
parameter takes effect
first.

The value is an integer
that ranges from 0 to
1023.

Views
VLAN view

Default Level

3: Management level

Usage Guidelines

Usage Scenario

Users can use the mirroring observe-port command to mirror the traffic on all
active ports in a specified VLAN to an observing port.

Prerequisites

An observing port has been configured using the observe-port command.

Precautions

VLAN mirroring can be simultaneously configured in a maximum of 128 VLANSs.

Example

# Mirror incoming packets on active ports in VLAN 10 to observing port 1.
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<HUAWEI> system-view

[~HUAWEI] observe-port 1 interface 10ge 1/0/1 vlan 111
[*HUAWEI] vlan 10

[*HUAWEI-vlan10] mirroring observe-port 1 inbound

3.2.6 observe-port (remote observing port)

Function
The observe-port command configures a remote observing port.
The undo observe-port command deletes a remote observing port.
By default, no remote observing port is configured.

Format

Layer 2 remote mirroring:
On the:

observe-port [ observe-port-index ] interface { interface-type interface-number |
interface-name } vlan vian-id

On the CE6820, CE6863, CE6863E, CE6863K, CE6881E, CE6881K, CE6881, and
CE5881:

observe-port [ observe-port-index] interface { interface-type interface-number |
interface-name } vlan vian-id [ cir cir-value [ kbps | mbps | gbps ] ] [ truncate
packet packet-length ]

undo observe-port observe-port-index

Layer 3 remote mirroring:

On the CE9860EI, CE6856HI, CE5855E, CE5855F:

observe-port [ observe-port-index ] interface tunnel tunnel-id

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-ip-address
source-ip source-ip-address [ dscp dscp-value | vlan vian-id] "

(Only CE9860EI) observe-port [ observe-port-index] [ interface { interface-type
interface-number | interface-name} ] [ vpn-instance vpn-name] ipv6é
destination-ip dest-ipv6-address source-ip source-jpv6-address [ dscp dscp-value
| vlan vian-id1"

On the CE6857EI, CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-EI, CE8861EI, and
CE8868EI:

observe-port [ observe-port-index] interface tunnel tunnel-id [ truncate |
enhanced-mode [ length packet-length] ]

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-ip-address
source-ip source-ip-address [ dscp dscp-value | vlan vian-id] " [ truncate |
enhanced-mode [ length packet-length] ]
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observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name] ipv6 destination-ip dest-ipv6-
address source-ip source-ipv6-address [ dscp dscp-value | vlan vian-id1”

[ truncate | enhanced-mode [ length packet-length] ]

On the CE6857E:
observe-port [ observe-port-index] interface tunnel tunnel-id [ truncate ]

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-ip-address

source-ip source-ip-address [ dscp dscp-value | vlan vian-id] " [ truncate ]

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name] ipv6 destination-ip dest-ipv6-
address source-ip source-jpv6-address [ dscp dscp-value | vlan vian-id] "

[ truncate ]

On the CE6870EI:

observe-port [ observe-port-index] interface tunnel tunnel-id [ erspan-id
erspan-id |

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-ip-address
source-ip source-ip-address [ dscp dscp-value] [ erspan-id erspan-id ]

On the CE6820, CE6863, CE6863E, CE6863K, CE6881, CE5881, CE6881E, and
CE6881K:

observe-port [ observe-port-index] interface tunnel tunnel-id [ erspan-id
erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps | gbps ] ] [ truncate
packet packet-length ]

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-ip-address
source-ip source-ip-address [ dscp dscp-value | vlan vian-id] " [ erspan-id
erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps | gbps ] ] [ truncate
packet packet-length ]

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name] ipv6 destination-ip dest-ipv6-
address source-ip source-ipv6-address [ dscp dscp-value | vlan vian-id1”

[ erspan-id erspan-id] [ enhanced-mode ] [ cir cir-value [ kbps | mbps | gbps ] ]
[ truncate packet packet-length ]

On the CE8850-64CQ-El:

observe-port [ observe-port-index] interface tunnel tunnel-id [ enhanced-mode
[ length packet-length] ]

observe-port [ observe-port-index] [ interface { interface-type interface-number
| interface-name } ] [ vpn-instance vpn-name ] destination-ip dest-ip-address
source-ip source-ip-address [ dscp dscp-value | vlan vian-id] " [ enhanced-mode
[ length packet-length] ]

undo observe-port observe-port-index
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Parameters
Parameter Description Value
observe-port- Specifies the index of an The value is an integer in the
index observing port. range from 1 to 8. If no

observing port index is
specified, the system assigns
unused indexes in the range
from 1 to 8 to observing ports

in sequence.
interface Specifies the type and The interface type can be
{ interface-type | number of the observing Ethernet or Eth-Trunk.
interface-number | port.
| interface-name } ; s NOTE
* Interface-lype specifies On the CE9860EI, an Eth-Trunk
the interface type. cannot be configured as an
e interface-number observing port.
specifies the interface
number.
e /nterface-name specifies
the interface name.
vpn-instance Specifies the name of a VPN | The value is a string of 1 to 31
vpn-name instance. case-sensitive characters

except spaces. When double
guotation marks are used to
include the string, spaces are
allowed in the string. The
value _public_ is reserved and
cannot be used as the VPN
instance name.

vlan vian-id In Layer 2 remote mirroring, | The value is an integer in the
vlan-id specifies the VLAN ID | range from 1 to 4094,
encapsulated into mirrored | excluding reserved VLAN IDs,
packets. which can be configured using
the vlan reserved vian-id
command.

destination-ip Specifies the destination IP | The value is in dotted decimal
dest-ip-address | address of mirrored packets. |notation.

ipv6 destination- | Specifies the destination IPv6 | The value is in dotted decimal

ip dest-ipv6- address of mirrored packets. | notation.

address

source-ip source- | Specifies the source IP The value is in dotted decimal
ip-address address of mirrored packets. | notation.
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Parameter

Description

Value

source-ip source-
[pv6-address

Specifies the source IPv6
address of mirrored packets.

The value is in dotted decimal
notation.

dscp dscp-value

Specifies the priority of
mirrored packets.

The value is an integer in the
range from 0 to 63. The
default value is 0.

tunnel tunnel-id

Specifies the ID of a GRE
tunnel interface.

The value is an integer and
must be the ID of a tunnel
interface that has been
created.

The tunnel interface has been
created using the interface
tunnel tunnel-id command.

erspan-id
erspan-id

Specifies the ERSPAN ID. The
erspan-id parameter is
encapsulated in mirrored
packets to differentiate
mirrored packets.

The value is an integer in the
range from 0 to 1023.

enhanced-mode

Specifies the remote
observing port in enhanced
mode.

cir cir-value

Specifies the committed
information rate (CIR), which
is the guaranteed average
transmission rate.

The value is an integer. The
value range varies depending
on the rate unit. The default
unit is kbit/s.

e When the specified rate unit
is kbit/s, the value ranges
from 24 to 100000000.

e When the specified rate unit
is Mbit/s, the value ranges
from 1 to 100000.

e When the specified rate unit
is Gbit/s, the value ranges
from 1 to 100.

kbps Specifies the rate unit as -
kbit/s.
mbps Specifies the rate unit as -

Mbit/s.
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Parameter Description Value
gbps Specifies the rate unit as -
Gbit/s.
truncate Mirrors a specified length of |-
packets.

For the CE6857EI, CE6857E,
CE6857F, CE6865EI,
CE6865E, CE8850E-32CQ-El,
CE8861El, and CE8868EI,
only the first 188 bytes of
packets can be mirrored and
this length cannot be
configured. For the CE6881,
CE5881, CE6881K, CE6881E,
CE6863, CE6863E, CE6863K,
and CE6820, you can set the
packet packet-length
parameter to specify the
length of packets to be

mirrored.
length packet- Specifies the length of The value is an integer in the
length packets to be mirrored. range from 64 to 256, in bytes.
packet packet- Specifies the length of The value is an integer in the
length packets to be mirrored. range from 64 to 256, in bytes.

Views

System view

Default Level

3: Management level

Usage Guidelines
Usage Scenario

In remote mirroring, the monitoring device and the observing port are connected
over a Layer 2 or Layer 3 network. There are Layer 2 remote mirroring and Layer 3
remote mirroring.

e Layer 2 remote mirroring: Mirrored packets are encapsulated with a specified
VLAN ID and then forwarded to a remote monitoring device across a Layer 2
network.

e Layer 3 remote mirroring: Mirrored packets are encapsulated with a GRE
header and then forwarded to a remote monitoring device across a Layer 3
network.
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If the enhanced-mode parameter is specified on the CE6881, CE5881, CE6881K,
CE6820, CE6863K, CE6881E, and CE6863, CE6863E, you can configure a remote
observing port in enhanced mode to enable mirrored packets to carry information
about the packet receiving port and time. Based on the information, an external
system (such as Fabriclnsight) can identify the packet forwarding path and
network delay.

For the CE8850-64CQ-El and CE6865EI, if PTP is enabled in enhanced mode,
mirrored packets carry 1588v2 timestamps.

If traffic of mirrored ports is copied to observing ports and exceeds the bandwidth
of observing ports, congestion will occur or a large number of packets will be
dropped, affecting the device forwarding performance. You can configure rate
limiting on observing ports so that they send packets evenly.

Precautions

e When you configure observe-port to remotely mirror an observing port, the
system prompts you to check whether the bandwidth of the observe port is
sufficient to prevent network congestion.

e If you configure multiple observing ports without specifying observe-port-
index, the system selects the smallest unused indexes from 1 to 8 and assigns
the indexes to the observing ports in sequence.

e These indexes cannot conflict with the existing configured indexes.

e The device applies cir to interfaces of the same chip resource uniformly and
applies cir to interfaces on different chip resources separately. When the
observe-port command is applied to an Eth-Trunk, the system, or a VLAN, if
interfaces of the object to which the observing port is applied belong to N
chip resources, the actual committed information rate is N times as large as
the cir value.

Assume that 10GE1/0/1 and 10GE1/0/2 belong to chip resource 0 and
10GE1/0/25 and 10GE1/0/26 belong to chip resource 1. If 10GE1/0/1,
10GE1/0/2, 10GE1/0/25, and 10GE1/0/26 join VLAN 10 and the observe-port
configuration containing the rate limit of 1 Mbit/s is applied to VLAN 10, the
rate limit of T0GE1/0/1 and 10GE1/0/2 is 1 Mbit/s and the rate limit of
10GE1/0/25 and 10GE1/0/26 is also 1 Mbit/s. That is, the rate limit is 2 Mbit/s
after the observe-port configuration is applied to VLAN 10.

You can query the relationship between ports and chip resources using a tool.

e On the CE6881, CE5881, CE6881K, CE6820, CE6863K, CE6881E, CE6863,
CE6863E, CE8868EI, CE8861EI, CE8850-64CQ-El, CE6857EI, CE6857E, CE6857F
you can configure only one remote observing port in enhanced mode.

e For the CE8868EI, CE8861El, CE8850-64CQ-EI, CE6865EI, CE6865E,
CE8850E-32CQ-El, and CE6857EI, CE6857E, CE6857F, parameters interface
and enhanced-mode cannot be configured together.

e In the same view, traffic cannot be mirrored to observing ports both in non-
enhanced mode and enhanced mode.

e  For the CE6857EI, CE6857E, CE6857F, CE6865EI, CE6865E, CE8850E-32CQ-El,
CE8850-64CQ-EIl, CE8861EIl, and CE8868EI, observing ports in enhanced mode
can be specified only when you configure simplified traffic mirroring.

e If observer-port specifies an observing port in enhanced mode, only incoming
traffic mirroring is supported.
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e Rate limiting configured on an observing port takes effect on all the mirrored
traffic (including inbound and outbound mirrored traffic) received on the
observing port.

e In the 1:N mirroring scenario, if rate limiting is configured on multiple
observing ports, the maximum rate limit is used as the bandwidth limit of
each observing port. In Figure 3-8, 1:2 port mirroring is configured on the
device, and 10GE1/0/1 is the mirrored port. 10GE1/0/2 and 40GE1/0/1 are
two observing ports and have the traffic rate limits configured as 5 Gbit/s and
20 Gbit/s respectively. In this situation, the device uses 20 Gbit/s as the
bandwidth limit of the two observing ports.

Figure 3-8 Observing ports sharing the maximum bandwidth limit
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e In the 1:N mirroring scenario, among N observing ports, if the port with the
configured maximum rate limit also functions as an observing port of another
mirroring function, the actual bandwidth limit of this observing port in 1:N
mirroring will be less than this maximum rate limit. This is because other
mirrored packets copied to this observing port will occupy a certain amount of
bandwidth. As a result, the bandwidth limit of other observing ports in 1:N
mirroring is also less than this maximum rate limit. In Figure 3-9, 1:2 port
mirroring is configured on the device, and 10GE1/0/1 is the mirrored port.
10GE1/0/2 and 40GE1/0/1 are two observing ports and have the traffic rate
limits configured as 5 Gbit/s and 20 Gbit/s respectively. In this situation, the
device uses 20 Gbit/s as the bandwidth limit of the two observing ports. If
40GE1/0/1 is also configured as an observing port in 1:1 port mirroring and
mirrored traffic of this port will occupy 10 Gbit/s bandwidth, the actual rate
limit of 40GE1/0/1 is 10 Gbit/s in 1:2 port mirroring, and the device uses 10
Gbit/s as the bandwidth limit of the two observing ports (10GE1/0/2 and
40GE1/0/1).
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Figure 3-9 Actual bandwidth limit of an observing port being less than the
configured maximum rate limit
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Example

# Configure 10GE1/0/2 as an observing port for Layer 2 remote mirroring, with
the VLAN ID set to 2.

<HUAWEI> system-view
[~HUAWEI] observe-port 1 interface 10ge 1/0/2 vlan 2

# Configure 10GE1/0/1 as an observing port for Layer 3 remote mirroring, set the
CIR to 20000 kbit/s, and set the destination IP address to 10.1.1.1 and the source
IP address to 10.2.2.2.

<HUAWEI> system-view

[~HUAWEI] observe-port 2 interface 10ge 1/0/1 destination-ip 10.1.1.1 source-ip 10.2.2.2 cir 20000
kbps

# Configure Tunnel 1 as an observing port for Layer 3 remote port mirroring.

<HUAWEI> system-view
[~HUAWEI] observe-port 2 interface tunnel 1

3.2.7 observe-port filter enable

Function
The observe-port filter enable command enables the observing port filter.
The undo observe-port filter enable command disables the observing port filter.

By default, after a port is configured as an observing port, the port filter is
disabled.

(11 NOTE

Only the CE6870EI support this command.
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Format

Parameters

Views

Default Level

observe-port filter enable

undo observe-port filter enable

None

System view

3: Configuration level

Usage Guidelines

Example

If packet matching rules are configured on a port, the port filter will filter packets
based on the configured rules. If the port filter is disabled, the port will not
perform any check on packets and will forward all packets. If broadcast packets
even invalid packets exist on the network, data transmission will be affected.

Generally, after a port is configured as an observing port, the port filter is disabled.
In this situation, to prevent other services from conflicting with the mirroring
service, you are advised not to configure other services on the observing port. If
you need to configure other services on the observing port, run the observe-port
filter enable command to enable the observing port filter. Then service packets to
be forwarded by the observing port need to match the rules configured on the
port. Otherwise, these packets will be discarded.

# Enable the observing port filter.

<HUAWEI> system-view
[~HUAWEI] observe-port filter enable

3.2.8 port-mirroring observe-port

Function

Format

The port-mirroring observe-port command configures port mirroring on a port.
The undo port-mirroring command disables port mirroring on a port.

By default, port mirroring is not configured on a port.

port-mirroring observe-port observe-port-index { both | inbound | outbound }
[ session-id session-id |
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undo port-mirroring [ observe-port observe-port-index] { both | inbound |

outbound }
Parameters
Parameter Description Value
observe-port- Specifies the index of the observing port. The value is an
index integer ranging
from 1 to 8.
both Mirrors incoming and outgoing packets on a |-
port.
inbound Mirrors only incoming packets on a port. -
outbound Mirrors only outgoing packets on a port. -
session-id Specifies a mirroring ID. The session-id The value is an
session-id parameter is encapsulated in mirrored integer that
packets to differentiate different mirrored ranges from 0 to
packets. 1023.
NOTE
e Only the CE6881, CE5881, CE6881K, CE6820,
CE6863, CE6863E, CE6863K, CE6881E support
this parameter.
e This parameter takes effect only for Layer 3
remote mirroring.
e When both this parameter and the erspan-id
erspan-id parameter used in the observe-port
command are configured, this parameter
takes effect first.
Views

GE interface view, 10GE interface view, 25GE interface view, 40GE interface view,
100GE interface view, Eth-Trunk interface view, port group view, FC interface view
Default Level

3: Management level

Usage Guidelines
Usage Scenario

In port mirroring, you can run the port-mirroring observe-port command to
mirror traffic to a specified observing port.

Prerequisites

An observing port has been configured using the observe-port command.
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Precautions
To ensure that all mirrored packets are transmitted to the observing port,
configure the same link type and bandwidth for the mirrored and observing ports.

Example

# Mirror incoming packets on 1T0GE1/0/1 to remote observing port 10GE1/0/2.

<HUAWEI> system-view

[~HUAWEI] observe-port 1 interface 10ge 1/0/2 vlan 111
[*HUAWEI] interface 10ge 1/0/1

[*HUAWEI-10GE1/0/1] port-mirroring observe-port 1 inbound

3.2.9 traffic-mirroring (interface view)

Function

The traffic-mirroring command configures simplified traffic mirroring on an
interface.

The undo traffic-mirroring command cancels simplified traffic mirroring on an
interface.

By default, simplified traffic mirroring is not configured on an interface.

(11 NOTE

The CE6863, CE6863E, CE6863K, CE6881E, CE6820, CE6881K, CE6881, and CE5881 do not
support this command.

Format

traffic-mirroring [ vxlan [ tag-format { none | single } ] ] { tcp-flag { ack | fin |
psh | rst | syn | urg } * } observe-port observe-port-index &<1-8> inbound

undo traffic-mirroring [ vxlan [ tag-format { none | single } ] ] [ tcp-flag { ack
| fin | psh | rst | syn | urg } " ] [ observe-port observe-port-index &<1-8> ]
inbound

Parameters

Parameter Description Value

vxlan Matches VXLAN packets. -

tag-format Matches tagged VXLAN packets. -

none Matches packets without the inner VLAN tag. | -

Issue 01 (2023-09-28) Copyright © Huawei Technologies Co., Ltd. 71



CloudEngine 9800, 8800, 6800 and 5800

Plug-in Operation Guide - Remote Mirroring

3 Remote Mirroring Operation Guide

Views

Default Level

parameters simultaneously only on the CE6870EI.

Parameter Description Value
single Matches packets with a single layer of inner |-
VLAN tag.
NOTE
The CE6857EI, CE6857E, CE6857F, CE6865EI,
CE6865E, CE8850E-32CQ-EI, CE8861EI, and
CE8868EI do not support this parameters.
tcp-flag Matches packets based on the TCP flagina |-
TCP packet header.
ack Matches TCP packets with the TCP flag as -
ACK (010000).
fin Matches TCP packets with the TCP flag as -
FIN (000001).
psh Matches TCP packets with the TCP flag as -
PSH (001000).
rst Matches TCP packets with the TCP flag as -
RST (000100).
syn Matches TCP packets with the TCP flag as -
SYN (000010).
urg Matches TCP packets with the TCP flag as -
URG (100000).
observe-port Specifies the index of an observing port. The value is
gbserve—port— NOTE an integer
index . ] that ranges
You can specify 1 to 8 observe-port-index from 1 to 8.

inbound

Mirrors incoming packets on an interface.

100GE interface view, 10GE interface view, 25GE interface view, 40GE interface
view, 100GE interface view, Eth-Trunk interface view

3: Management level

Usage Guidelines

Usage Scenario
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Example

In a Fabric Insight solution, traditional MQC-based traffic mirroring is complex to
configure, requiring an observing port, and then a traffic classifier, traffic behavior,
and traffic policy to be configured. This mode does not apply to configuration
delivery and management in Fabric Insight. Simplified traffic mirroring can
facilitate configuration delivery and management.

After simplified traffic mirroring is configured on an interface using the traffic-
mirroring command, matched incoming packets on this interface are mirrored to
observing ports.

Prerequisites
An observing port has been configured using the observe-port command.
Precautions

e When the functions as a VXLAN tunnel termination device, and the traffic-
mirroring vxlan tag-format { none | single } command is executed on the
tunnel outbound interface, VXLAN inner packets will be mirrored regardless of
whether the packets are tagged.

e  Only ordinary IPv4 packets or IPv4 VXLAN-encapsulated inner IPv4 packets
can be matched.

e If multiple parameters among tcp-flag { ack | fin | psh | rst |syn |urg }*
have been specified, the relationship between these parameters is logical OR.

e If simplified traffic mirroring is configured in both the system view and
interface view, the configuration in the interface view takes effect.

e When the CE6870EI is an intermediate node of a VXLAN tunnel and simplified
traffic mirroring is configured for VXLAN packets, the VXLAN packets cannot
be mirrored if the inner packets carry VLAN tags.

# Configure simplified traffic mirroring on an interface to mirror incoming packets
with the TCP flag as SYN on 10GE1/0/1 to the observing port 1.

<HUAWEI> system-view
[~HUAWEI] interface 10ge 1/0/1
[~HUAWEI-10GE1/0/1] traffic-mirroring tcp-flag syn observe-port 1 inbound

3.2.10 traffic-mirroring (system view)

Function

Format

The traffic-mirroring command configures simplified traffic mirroring globally.
The undo traffic-mirroring command cancels simplified traffic mirroring globally.

By default, simplified traffic mirroring is not configured globally.

traffic-mirroring [ vxlan [ tag-format { none | single } ] ] [ ipv6 ] { tcp-flag
{ack | fin | psh | rst | syn | urg } " } observe-port observe-port-index &<1-8>
inbound [ slot s/ot-id ]
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undo traffic-mirroring [ vxlan [ tag-format { none | single } ] ] [ ipv6 ] { tcp-

flag { ack | fin | psh | rst | syn | urg } " } observe-port observe-port-index &<1-8>
inbound [ slot slot-id ]

(1 NOTE

Only the CE6863, CE6863E, CE6863K, CE6881E, CE6820, CE6881K, CE6881, and CE5881

support the ipv6 parameter.

tag-format { none | single } is not supported by the CE6863, CE6863E, CE6863K, CE6881E,
CE6820, CE6881K, CE6881, and CE5881.

Parameters

Parameter

Description

Value

vxlan

Matches VXLAN packets.

tag-format

Matches tagged VXLAN packets.

none

Matches packets without the inner VLAN
tag.

single

Matches packets with a single layer of
inner VLAN tag.

NOTE

The CE6857EI, CE6857E, CE6857F, CE6865EI,
CE6865E, CE8850E-32CQ-El, CE8861EI, and
CE8868EI do not support this parameters.

ipvé

Matches IPv6 packets.

tcp-flag

Matches packets based on the TCP flag in
a TCP packet header.

ack

Matches TCP packets with the TCP flag as
ACK (010000).

fin

Matches TCP packets with the TCP flag as
FIN (000001).

psh

Matches TCP packets with the TCP flag as
PSH (001000).

rst

Matches TCP packets with the TCP flag as
RST (000100).

syn

Matches TCP packets with the TCP flag as
SYN (000010).
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Parameter Description Value
urg Matches TCP packets with the TCP flag as |-
URG (100000).
observe-port Specifies the index of an observing port. | The value is an
observe-port- integer that
. NOTE
index ranges from 1 to
You can specify 1 to 8 observe-port-index 8
parameters simultaneously only on the '
CE6870EI.
inbound Mirrors incoming packets on an interface. |-
slot slot-id Specifies the device to which simplified The value is an
traffic mirroring is applied. slot-id integer. You can
specifies the stack ID of the device. enter a question
mark (?) and
select a value
from the displayed
value range.
Views
System view

Default Level

3: Management level

Usage Guidelines
Usage Scenario

In a Fabric Insight solution, traditional MQC-based traffic mirroring is complex to
configure, requiring an observing port, and then a traffic classifier, traffic behavior,
and traffic policy to be configured. This mode does not apply to configuration
delivery and management in Fabric Insight. Simplified traffic mirroring can
facilitate configuration delivery and management.

After simplified traffic mirroring is configured globally using the traffic-mirroring
command, matched incoming packets on all interfaces or interfaces in a specified
device to an observing port.

Prerequisites
An observing port has been configured using the observe-port command.
Precautions

e  When the CE6865EI, CE6865E, CE8850E-32CQ-EI and CE6857EI, CE6857E,
CE6857F functions as a VXLAN tunnel termination device, and the traffic-
mirroring vxlan tag-format { none | single } command is executed on the
tunnel outbound interface, VXLAN inner packets will be mirrored regardless of
whether the packets are tagged.
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Example

3.3 FAQ

e Only ordinary IPv4 packets or IPv4 VXLAN-encapsulated inner IPv4 packets
can be matched.

e If multiple parameters among tcp-flag { ack | fin | psh | rst | syn |urg } "
have been specified, the relationship between these parameters is logical OR.

e If simplified traffic mirroring is configured in both the system view and
interface view, the configuration in the interface view takes effect.

e When the CE6870EI is an intermediate node of a VXLAN tunnel and simplified
traffic mirroring is configured for VXLAN packets, the VXLAN packets cannot
be mirrored if the inner packets carry VLAN tags.

# Configure simplified traffic mirroring globally to mirror incoming packets with
the TCP flag as SYN on all interfaces to the observing port 1.

<HUAWEI> system-view
[~HUAWEI] traffic-mirroring tcp-flag syn observe-port 1 inbound

3.3.1 Why Does MAC Address Learning Need to Be Disabled
When Layer 2 Remote Port Mirroring Is Configured in Some

Scenarios?

First, you need to understand how mirrored packets are forwarded to the
monitoring device after Layer 2 remote port mirroring is configured.

As shown in Figure 3-10, in Layer 2 remote port mirroring, the remote observing
port receives the mirrored packets from the mirrored port, adds another VLAN tag
(VLAN 10) to the packets tagged with VLAN 20, and then forwards the mirrored
packets to the server by following the Layer 2 forwarding process. The destination
MAC address of mirrored packets is the same as that of the original packets, but
not the server's MAC address. To reach the server, the mirrored packets must be
treated as unknown unicast packets and forwarded in broadcast mode. The
mirrored packets can be forwarded to the server in broadcast mode as long as the
MAC address table of VLAN 10 contains no entry matching the destination MAC
address of the mirrored packets.
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Figure 3-10 Mirrored packet forwarding in a Layer 2 remote port mirroring
scenario
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Original packets

= Mirrored packets

In most Layer 2 remote mirroring scenarios, intermediate devices will not learn
destination MAC addresses of mirrored packets in the corresponding VLANSs. This
means that mirrored packets can be forwarded to the monitoring devices in
broadcast mode. In the following scenarios, however, Layer 2 remote port
mirroring will fail because destination MAC addresses of mirrored packets can be
learned in the corresponding VLANS.

e The original service traffic and mirrored traffic are forwarded in the same
VLAN.
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Figure 3-11 Layer 2 remote port mirroring fails when the original service
traffic and mirrored traffic are forwarded in the same VLAN
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As shown in Figure 3-11, a company configures Layer 2 remote port
mirroring on SwitchA to monitor the traffic sent from employees in the R&D
department to the DNS server. The original traffic and mirrored traffic are
both forwarded through VLAN 10. When SwitchA receives the packets sent
from HostA to the DNS server, it copies the packets and forwards the mirrored
packets in VLAN 10. The mirrored packets and original packets all use the
MAC address of the DNS server as the destination MAC address. SwitchB
between HostA and the DNS server learns the MAC address entry matching
the DNS server. Therefore, SwitchB forwards the mirrored packets with the
destination MAC address set to the DNS server MAC address according to the
learned MAC address entry in VLAN 10. As a result, Layer 2 remote port
monitoring fails.
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To resolve this problem, use different VLANs to forward the original service
traffic and mirrored traffic, as shown in Figure 3-12. If the original service
traffic and mirrored traffic need to be forwarded in the same VLAN, run the
mac-address learning disable command on the intermediate devices to
disable MAC address learning in this VLAN. However, disabling MAC address
learning will cause a waste of link bandwidth.

Figure 3-12 Original service traffic and mirrored traffic are forwarded in
different VLANs
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e Mirrored packets from different source MAC addresses are forwarded in
the same VLAN.
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Figure 3-13 Layer 2 remote port mirroring fails when mirrored packets from
different source MAC addresses are forwarded in the same VLAN
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As shown in Figure 3-13, a company configures Layer 2 remote port
mirroring on SwitchA and SwitchC to monitor communication traffic between
the R&D and marketing departments. All mirrored packets are forwarded in
VLAN 10, and the original communication traffic between the two
departments is forwarded in another VLAN. When packets sent from
downstream hosts arrive at the mirrored port on SwitchA and SwitchC,
SwitchA and SwitchC copy the packets and forward the mirrored packets in
VLAN 10. Source MAC addresses of the mirrored packets are MAC addresses
of sender hosts, which can be learned in the MAC address table of SwitchB.
Because destination MAC addresses of the mirrored packets are MAC
addresses of destination hosts, SwitchB forwards the mirrored packets
according to the matching entries found in its MAC address table. Layer 2
remote port mirroring fails.

Use any of the following methods to solve the preceding problem:

- Run the mac-address learning disable command on SwitchB to disable
MAC address learning in VLAN 10. Figure 3-14 shows the packet flows
after MAC address learning is disabled in VLAN 10.

Issue 01 (2023-09-28) Copyright © Huawei Technologies Co., Ltd. 80



CloudEngine 9800, 8800, 6800 and 5800
Plug-in Operation Guide - Remote Mirroring 3 Remote Mirroring Operation Guide

Figure 3-14 MAC address learning is disabled in VLAN 10
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- Configure port mirroring on SwitchB: configure the ports connected to
SwitchA and SwitchC as mirrored ports, and configure the port connected
to the monitoring server as a local observing port. Figure 3-15 shows the
packet flow after port mirroring is configured on SwitchB.
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Figure 3-15 Local port mirroring is configured on SwitchB
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Use different VLANSs to forward the mirrored packets in different
directions, as shown in Figure 3-16.
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Figure 3-16 Mirrored packets in different directions are forwarded in

different VLANSs
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