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APl Reference

About This Chapter

2.1 Token Configuration
2.2 AC Configuration
2.3 AP Configuration
2.4 STA Management

2.5 System Maintenance

2.1 Token Configuration

2.1.1 Obtaining a Token

Typical Scenario

The NMS sends the account and password encrypted using a key to the device.
The password is encrypted using the SM4 algorithm in ECB mode to obtain a
binary array, and then converted into a string using Base64. After receiving the
binary array, the device decrypts and verifies the binary array. After successful
decryption and verification, the device returns the token value to the NMS.
Changing the account password does not affect the generated valid token values.
When concurrent requests occur, multiple token values obtained by the NMS take
effect simultaneously.

Invoke Method
POST

Request Address
https://dest_ip:26868/wapi_config/get_token
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Request Parameters

Table 2-1 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
acAccountNa | Yes String | 1-64 Account name.
me
acAccountPas | Yes String | 16-128 Base64-encoded password
sword encrypted using the SM4
algorithm.

Request Example
Data: {

"acAccountPassword ": "xxxxx"
}
Response Parameters

Table 2-2 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - e 200: success
e 201: failure
e 202: decryption failed
because the key is invalid
or not configured
token Yes String | 64 Token character string.
expiryTime No Date |- Expiration time in the
yyyy/MM/dd HH:mm:ss
format.
msg No String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.
Data: {
"code": 200,
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"tOken"Z llll,
"expiryTime": "",
"msg": "reason......"

}
# Return a failure result.

Data: {
"code": 201,
"token": null,
"expiryTime": "",
"msg": "reason......"

}

# Return an encryption failure result when the key is invalid or not configured.

Data: {
"code": 202,
"token": null,
"expiryTime": "",
"msg": "reason......"

}

2.2 AC Configuration

2.2.1 Configuring AC Account Information

2.2.1.1 Changing the Password

Typical Scenario

This API is used to change the password of an AC account. The password
transmitted over the API is encrypted using the SM4 encryption algorithm in ECB
mode and the key configured on the NMS to obtain a binary array. Then, the
binary array is converted into the string format using Base64.

Invoke Method
POST

Request Address
https://dest_ip:26868/ac_config/update_password
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Request Parameters

Table 2-3 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
acAccountNa | Yes String | 1-64 Account name.
me
acAccountPas | Yes String | 16-128 Old Base6b4-encoded password
sword encrypted using the SM4
algorithm.
acAccountNe | Yes String | 16-128 New Base64-encoded
wPassword password encrypted using the
SM4 algorithm.

Request Example
Data: {

}

Response Parameters

|||||

|||||

|||||

Table 2-4 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,

}

"msg": "reason......"

# Return a failure result.

Data: {
"code": 201,
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"msg": "reason......"

}

2.2.1.2 Adding an Account

Typical Scenario

This APl is used to add an AC account. The password transmitted over the APl is
encrypted using the SM4 encryption algorithm in ECB mode and the key
configured on the NMS to obtain a binary array. Then, the binary array is
converted into the string format using Base64.

Invoke Method

POST

Request Address

https://dest_ip:26868/ac_config/create_account

Request Parameters

Table 2-5 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
acAccountNa | Yes String | 1-64 Account name.
me
acAccountPas | Yes String | 16-128 Base64-encoded password
sword encrypted using the SM4
algorithm.
acAccountRol | Yes Int - Role.
e e 1: common administrator
e 2: enterprise administrator
e 3: super administrator

Request Example
Data: {

"acAccountRole": x

}
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Response Parameters

Table 2-6 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg No String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.
Data: {

"code": 200,

"msg": "reason......"
}
# Return a failure result.
Data: {

"code": 201,

"msg": "reason......"

}

2.2.1.3 Deleting an Account

Typical Scenario

This API is used to delete an AC account.

Invoke Method
POST

Request Address
https://dest_ip:26868/ac_config/delete_account
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Request Parameters

Table 2-7 body parameters

Parameter Man | Type | Value Range
dator
y or
Not

Description

acAccountNa | Yes String | 1-64
me

Account name.

Request Example

Data: {
"acAccountName": "xxxxx"

}
Response Parameters

Table 2-8 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg No String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,
"msg": "reason......"

}
# Return a failure result.

Data: {
"code": 201,
"msg": "reason......"

}

2.3 AP Configuration

Issue 01 (2024-04-02) Copyright © Huawei Technologies Co., Ltd.




WLAN AC
RESTful API Reference and Usage Guide 2 API Reference

2.3.1 Configuring an AP

2.3.1.1 Registering an AP

Typical Scenario

This API is used to register an AP when the AP needs to access the network or the
AC is replaced.

Invoke Method
POST

Request Address
https://dest_ip:26868/ap_config/set_registration

Request Parameters

Table 2-9 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not

apsn Yes String | 1-128 AP SN.

Request Example

Data: {
"apSn": "xxxxx"

}
Response Parameters

Table 2-10 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg No String | 1-255 Description of a success or
failure.
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Response Example

# Return a success result.

Data: {
"code": 200,
"msg": "reason......"

}
# Return a failure result.

Data: {
"code": 201,
"msg": "reason......"

}

2.3.2 Managing Certificates

2.3.2.1 Requesting to Obtain the P10 File

Typical Scenario
This API is used to obtain the P10 file of an AP.

Invoke Method
POST

Request Address
https://dest_ip:26868/ap_config/get_p10

Request Parameters

Table 2-11 body parameters

Parameter Man | Type | Value Range | Description

dator

y or

Not
apsSn Yes String | 1-128 AP SN.
deviceDomain | Yes String | 1-50 Device domain.
manageDoma | Yes String | 1-50 Management domain.
in
networkDoma | Yes String | 1-50 Network domain.
in

Request Example
Data: {
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"deviceDomain": "xxxxx",
"manageDomain": "xxxxx",
"networkDomain": "Xxxxx"

}

Response Parameters

Table 2-12 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - e 200: success
e 201: failure
certCsr No String | 1-3000 P10 file content.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,

"certCsr": "-----
"msg": "reason

}

# Return a failure result.

Data: {
"code": 201,

"certCsr": "null",
"msg": "reason

}

2.3.2.2 Installing an AP-WAPI Certificate

Typical Scenario

This APl is used to install the WAPI certificate generated by the ASU before an AP
accesses the network.

Invoke Method
POST

Request Address

https://dest_ip:26868/ap_config/set_cert
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Request Parameters

Table 2-13 body parameters

Parameter Man | Type | Value Range | Description

dator

y or

Not
apsSn Yes String | 1-128 AP SN.
certFileName | Yes String | 1-200 Certificate name.
certFileRoot Yes String | 1-3000 Root certificate content.
certFileInfom | Yes String | 1-3000 User certificate content.
ation

Request Example
Data: {

|||||

|||||

"certFileRoot": "xxxxx",
"certFileInfomation": "xxxxx"

Response Parameters

Table 2-14 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - e 200: success
e 201: failure
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,

"msg": "reason......"

}

# Return a failure result.

Data: {
"code": 201,
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"msg": "reason......"

}

2.3.3 Managing Radios

2.3.3.1 Configuring a Radio

Typical Scenario

This API is used to configure radio parameters for an AP.

Invoke Method

POST

Request Address

https://dest_ip:26868/ap_config/set_radio

Request Parameters

Table 2-15 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
apsSn Yes String | 1-128 AP SN.
radioType Yes Int - Radio type.
e 1.24 GHz
e 2:52 GHz
e 3:58GHz
Only one of the 5.2 GHz and
5.8 GHz frequency bands takes
effect at a time. If the 5.2 GHz
and 5.8 GHz frequency bands
are both configured for a
radio, the latest configuration
takes effect.
openFlag Yes Int - Whether to enable a radio.
e 1: enabled
e 0: disabled
bandWidth Yes Int - Channel bandwidth, in MHz.
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Parameter Man | Type | Value Range | Description
dator
y or
Not
channel Yes Int - Channel (0, 1, 2, 3, 4, etc.).

The value 0 indicates
automatic channel selection.

outputPower | Yes Int - Output power, in dBm.

Request Example

Data: {
"apSn": "xxxxx",
"radioType": x,
"bandWidth": x,
"channel": x,

Response Parameters

Table 2-16 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not

code Yes Int - e 200: success

e 201: failure

msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,
"msg": "reason......"

}
# Return a failure result.
Data: {

"code": 201,

"msg": "reason......"

}

2.3.4 Managing Wireless Services
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2.3.4.1 Obtaining a Wireless Service Template

Typical Scenario

This API is used to obtain the wireless service template list preset by the AC
vendor before you can configure AP wireless services.

Invoke Method
POST

Request Address

https://dest_ip:26868/ap_config/get_template

Request Parameters

Table 2-17 body parameters

Name

Parameter Man | Type | Value Range | Description
dator
y or
Not
ssidTemplate | No String | 1-128 Wireless service template

name. If this parameter is left
empty, data of all templates is
obtained. If this parameter is
set, data of the specified
template is obtained.

Request Example
Data: {

}

Response Parameters

|||||

Table 2-18 body parameters

Name

Parameter Man | Type | Value Range | Description
dator
y or
Not
templateList | Yes Array | 1-128 Wireless service template list.
List
ssidTemplate | Yes String | 1-128 Wireless service template

name.
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Parameter Man | Type | Value Range | Description
dator
y or
Not
ssidName Yes String | 1-64 Wireless service name.
authenType Yes Int - Authentication mode.
e 1: WAPI certificate
authentication
e 2: WAPI-PSK authentication
e 3: other
vlan Yes Int - Default VLAN.
staWhiteMacL | No Array | - Whitelist.
ist List
staBlackMacLi | No Array | - Blacklist.
st List
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"templateList": [

"authenType": x,

"vlan": x,

"staWhiteMacList": [aa,bb,cc,...],

"staBlackMacList": [aa,bb,cc,...]
Il

"authenType": x,

"vlan": x,

"staWhiteMacList": [aa,bb,cc,...],
"staBlackMacList": [aa,bb,cc,...]

1,
"code": 200,
"msg": "reason......"

}

# Return a failure result.
Data: {

"templateList": {3},

"code": 201,

"msg": "reason......"

}

Issue 01 (2024-04-02)

Copyright © Huawei Technologies Co., Ltd. 17



WLAN AC
RESTful API Reference and Usage Guide 2 API Reference

2.3.4.2 Binding a Wireless Service Template

Typical Scenario

This APl is used to bind or unbind an AP to or from a wireless service template.

Invoke Method
POST

Request Address
https://dest_ip:26868/ap_config/set_template

Request Parameters

Table 2-19 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
ssidTemplate | Yes String | 1-128 Template name.
Name
apSn Yes String | 1-128 AP SN.
type Yes Int - e 1: binding
e 2: unbinding

Request Example
Data: {

Response Parameters

Table 2-20 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.
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Response Example

# Return a success result.

Data: {
"code": 200,
"msg": "reason......"

}
# Return a failure result.

Data: {
"code": 201,
"msg": "reason......"

}

2.3.4.3 Configuring a Whitelist

Typical Scenario
This API is used to configure the AP whitelist on a WLAN.

Invoke Method
POST

Request Address
https://dest_ip:26868/ap_config/set_white

Request Parameters

Table 2-21 body parameters

Parameter Man | Type | Value Range | Description

dator

y or

Not
ssidTemplate | Yes String | 1-128 Wireless service template
Name name.
staWhiteMacL | Yes Array | - Whitelist.
ist List
type Yes Int - e 1:add

e 2:delete

Request Example

Data: {
"ssidTemplateName": XXXX,
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"staWhiteMacList ": [aa,bb,cc,...],

"type": x

Response Parameters

Table 2-22 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,

}

"msg": "reason

# Return a failure result.

Data: {
"code": 201,

}

"msg": "reason

2.3.4.4 Configuring a Blacklist

Typical Scenario

This API is used to configure the AP blacklist on a WLAN.

Invoke Method
POST

Request Address

https://dest_ip:26868/ap_config/set_black
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Request Parameters

Table 2-23 body parameters

Request Example

Response Parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
ssidTemplate | Yes String | 1-128 Wireless service template
Name name.
staBlackMacli | Yes Array Whitelist.
st List
type Yes Int e 1:add
e 2: delete
Data: {
"ssidTemplateName": XXXX,
"staBlackMacList ": [aa,bb,cc,...],
"type": x
Table 2-24 body parameters
Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,

"msg": "reason......"

}

# Return a failure result.

Data: {
"code": 201,

"msg": "reason......"

}
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2.4 STA Management

2.4.1 Managing STAs

2.4.1.1 Forcibly Disconnecting STAs

Typical Scenario
This API is used to forcibly disconnect some STAs on a WLAN.

Invoke Method
POST

Request Address
https://dest_ip:26868/sta_config/set_staout

Request Parameters

Table 2-25 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
apSn Y String | 1-128 AP SN.
staMac Y String | 1-64 STA's MAC address.
time N Int - The unit is minute.

Request Example

Data: {
"apSn": "xxxxx",
"staMac": "xxxxx",
"time": x

}
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Response Parameters

Table 2-26 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,

"msg": "reason

}

# Return a failure result.

Data: {
"code": 201,

"msg": "reason

}

2.5 System Maintenance

2.5.1 Configuring Backup Management

2.5.1.1 Backing Up Configurations

Typical Scenario

This API is used to back up the device configuration data of the AC in a specified

file.

Invoke Method
POST

Request Address

https://dest_ip:26868/wapi_config/backup
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Request Parameters

Table 2-27 body parameters

Parameter Man | Type | Value Range
dator
y or
Not

Description

backupName | Yes String | 1-64

Configuration backup name.

Request Example
Data: {

}

|||||

Response Parameters

Table 2-28 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,
"msg": "reason......"

}
# Return a failure result.
Data: {

"code": 201,

"msg": "reason......"

}

2.5.1.2 Restoring Configuration

Typical Scenario

This API is used to restore backup configuration of the AC.
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(11 NOTE

After the configuration is restored, restart the device to make the restored configuration
take effect.

Invoke Method
POST

Request Address
https://dest_ip:26868/wapi_config/backup_return

Request Parameters

Table 2-29 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
backupName | Yes String | 1-64 Configuration backup name.

Request Example
Data: {

}
Response Parameters

Table 2-30 body parameters

Parameter Man | Type | Value Range | Description
dator
y or
Not
code Yes Int - 200: success; 201: failure.
msg Yes String | 1-255 Description of a success or
failure.

Response Example

# Return a success result.

Data: {
"code": 200,
"msg": "reason......"

}
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# Return a failure result.

Data: {
"code": 201,
"msg": "reason......"

}
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